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Lot 1 - MAZDA MPV 4X4 MINI VAN
s/n: JM3LV5233M0308585
c/w: V6, A/T
Lot 2A - 2000 CHEVROLET 3500 CREW CAB 4X4 PICKUP
s/n: 1GTHK33F6YF501921
c/w: 6.5 L diesel, A/T
Lot 4 - FORD F350 CREW CAB 4X4 PICKUP
s/n: 1FTJW36F2TEA98181
c/w: 7.3 L diesel, A/T
Lot 4A - 2003 FORD F250 XL CREW CAB 4X4 PICKUP
s/n: 1FTNW21P93ED28794
c/w: 7.3 L diesel, A/T
Odometer reading: 102508 M
Lot 4B - GMC 2500 PICKUP
s/n: 1GTHV33J9LF700756
Lot 4C - FORD F250 PICKUP
s/n: 2FTJW36MXLCA94299
Lot 5 - 1999 FORD F250 CREW CAB 4X4 PICKUP
s/n: 1FTNW21F5XED40762
c/w: 7.3 L diesel, A/T
Lot 6 - 2001 FORD F250 XLT EXTENDED CAB 4X4 PICKUP
s/n: 1FTNX21F31EC89282
c/w: 7.3 L diesel, A/T
Lot 7 - 2000 FORD F250 XLT EXTENDED CAB 4X4 PICKUP
s/n: 1FTNX21LXYEC90168
c/w: V8, 5 spd
Lot 8 - 1999 FORD F250 XLT EXTENDED CAB 4X4 PICKUP
s/n: 1FTNX21S6XEA39248
c/w: V10, A/T
Lot 9 - CHEVROLET 2500 SILVERADO EXTENDED CAB 4X4 PICKUP

Tier II EngineTier II Engine

NEW 7 SERIES 

CUMMINS B5.9-C Engine :
112 kW/150 HP

Operating Weight :
21700 ~ 23700 kg (47800 ~ 52300 lb)

Bucket Capacity, SAE :
0.51 ~ 1.34 m3 (0.67 ~ 1.75 yd3)

CRAWLER EXCAVATOR

Photo may include optional equipment.www.hyundai-ce.com 2003. 6 Rev 1.

Standard Equipment Optional Equipment

ISO standard cabin
All-weather steel cab with all-around visibility
Safety glass windows
Rise-up type windshield wiper
Sliding fold-in front window
Sliding side window
Lockable door
Hot & cool box
Accessory box & Ashtray

Computer Aided Power Optimization
(New CAPO) system

2-power mode, 3-work mode, 2-user mode
Auto deceleration & one touch deceleration system
Auto warm up system
Auto overheat prevention system

Self diagnostic system
Starting Aid (air grid heater), cold weather
Centralized monitoring

LCD display
Engine speed
Clock & Error code

Gauges
Fuel level gauge
Engine coolant temperature gauge
Hyd. oil temperature gauge

Warning
Fuel level
CPU
Engine oil pressure
Engine coolant temperature
Hyd. oil temperature
Low battery
Air cleaner clogging

Indicator
Power max
Preheat & Engine warming-up 
One touch decel

Door and cab locks, one key
AM/FM radio and cassette

Radio remote switch
Two outside rearview mirrors
Fully adjustable suspension seat with seat belt
Slidable joystick, pilot-operated
Console box tilting system(LH.)
Three front working lights
Electric horn
Batteries (2 x 12V x 100 AH)
Battery master switch
Removable clean out screen for oil cooler
Automatic swing brake
Removable reservoir tank
Water separator, fuel line
Boom holding system
Arm holding system
Counterweight (3800kg, 8380lb)
Mono boom (5.68m, 18’ 8”)
Arm (2.92m, 9’ 7”)
Track shoes (600m, 24”)
Track rail guard

Air-conditioner (5000 kcal/hr, 20000 BTU/hr)
Heater & Defroster (7500 Kcal/hr, 30000 BTU/hr)
Sun visor for cabin inside
Fuel filler pump (35 /min, 9.5 USgpm) 
Beacon lamp
Safety lock valve for boom cylinder
with overload warning device

Safety lock valve for arm cylinder
Single acting piping kit (breaker, etc)
Double acting piping kit (clamshell, etc)
Accumulator, work equipment lowering
12 volt power outlet (24V DC to 12V DC converter)
Electric transducer
Travel alarm
Various optional Arms

Super short arm (2.00 m, 6’ 7”)
Short arm (2.40 m, 7’ 10”)
Long arm (3.90 m, 12’ 10”)

Various optional Buckets (SAE heaped)
Standard bucket (0.92 m3, 1.20 yd3)
Narrow bucket (0.51 m3, 0.67 yd3)
Narrow bucket (0.80 m3, 1.05 yd3)
Light duty bucket (1.10 m3, 1.44 yd3)
Light duty bucket (1.20 m3, 1.57 yd3)
Light duty bucket (1.34 m3, 1.75 yd3)
Heavy duty bucket (0.74 m3, 0.97 yd3)
Heavy duty bucket (0.90 m3, 1.18 yd3)
Heavy duty bucket (1.05 m3, 1.37 yd3)
Rock bucket (0.87 m3, 1.14 yd3)
Rock bucket (1.20 m3, 1.57 yd3)
Slope fishing bucket (0.75 m3, 0.98 yd3)

Cabin FOPS/FOG(ISO/DIS 10262)
Cabin Roof-cover Transparent
Cabin lights
Track shoes

Triple grousers shoe (700 mm, 28 )
Triple grousers shoe (600 mm, 24 )
Triple grousers shoe (800 mm, 32 )
Double grousers shoe (710 mm, 28 )

Lower frame under cover
Pre heating system, coolant
Tool kit
Operator suit
Special cooling

Air vent type side door

Low noise kit
Engine emergency control cable
Fuel warmer
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s/n: 1GCEK19S9RE310223
c/w: 6.5 L 8 cyl diesel, A/T
Lot 10 - FORD F250XLT 4X4 PICKUP
s/n: 2FTHF26M5NCB00179
c/w: 7.3 L 8 cyl diesel, A/T
Notes: SOLD WITH RECONSTRUCTED TITLE WHICH MAY NOT BE SUITABLE FOR TIT-
LING IN ALL STATES
Lot 10A - FORD F250 4X4 PICKUP
s/n: F26EUHD40S4
c/w: 6 cyl, 4 spd
Lot 13 - FORD F150XL EXTENDED CAB 4X4 PICKUP
s/n: 1FTEX14N1SKA93311
c/w: V8, A/T
Lot 14 - FORD F150 PICKUP
s/n: 1FTEX14N8MKA61474
Lot 15 - 2004 DODGE DAKOTA CREW CAB 4X4 PICKUP
s/n: 1D7HG38N04S654271
c/w: V8, A/T
Odometer reading: 98478 M
Lot 16 - CHEVROLET S10 EXTENDED CAB 4X4 PICKUP
s/n: 1GCDT19Z3M8120639
c/w: V6, A/T
Lot 17 - AMERICAN RACE TRUCKS FORD F150 RACE TRUCK
s/n: 1075
c/w: V8, A/T
Lot 18 - 2003 FORD EXCURSION 4X4 SPORTS UTILITY VEHICLE
s/n: 1FMSU41P93ED48401
c/w: 7.3 L diesel, A/T
Odometer reading: 68474 M
Lot 19 - 2001 FORD EXCURSION 4X4 SPORTS UTILITY VEHICLE
s/n: 1FMSU41F31EC80830
c/w: 7.3 L 8 cyl diesel, A/T
Lot 20 - CHEVROLET SUBURBAN SPORTS UTILITY VEHICLE
s/n: 3GNGK26F9VG151767
Lot 21 - GMC SUBURBAN 4X4 SPORTS UTILITY VEHICLE
s/n: 1GKGK26J4TJ700031
c/w: V8, A/T
Lot 21A - CHEVROLET BLAZER 4X4 SPORTS UTILITY VEHICLE
s/n: CKR187Z161062
c/w: v8, a/t
Lot 22 - INTERNATIONAL 3700 S/A 32 PASSENGER BUS
s/n: 1HVBAZRM9PH534569
c/w: 7.3 L 8 cyl diesel, A/T
Lot 23 - INTERNATIONAL 3700 S/A 32 PASSENGER BUS
s/n: 1HVBAZRM3PH534583
c/w: 7.3 L 8 cyl diesel, A/T, hyd wheelchair lift
Lot 24 - INTERNATIONAL 1800 36 PASSENGER BUS
s/n: 1HVLPZVN5JH583227
c/w: DTA360, 175 hp, 5 spd
Lot 25 - INTERNATIONAL 1700 S/A 32 PASSENGER BUS

A new chapter in construction
equipment has now begun.
Making the dream a reality.

Built for Maximum Power, 
Performance, Reliability.
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s/n: 1HVLNHEM6EHA56815
c/w: 7.3 L 8 cyl diesel, 5 spd

Lot 26 - INTETRNATIONAL 1700 S/A 32 PASSENGER BUS
s/n: 1HVLNHEM9EHA55934
Lot 27 - CHEVROLET 20 PASSENGER BUS
s/n: 2GBHG31K3P4130081
c/w: V8, A/T
Lot 28 - 2004 FORD E450SD FOREST RIVER FORESTER 28 FT CLASS C MOTORHOME
s/n: 1FDX345344HB25586
c/w: V8, A/T, 12 ft slide out
Odometer reading: 9269 M

Lot 29 - HOLIDAY RAMBLER 31 FT MOTOR HOME
s/n: 1GBKP37W7J3334675
c/w: V8, A/T
Notes: VEHICLE SOLD WITH RECONSTRUCTED TITLE WHICH MAY NOT BE SUITABLE 
FOR TITLING IN ALL STATES
Lot 30 - TIOGA 23 FT CLASS C MOTOR HOME
s/n: F44CA8V707122
c/w: V8, A/T
Lot 31 - SHAY REPRODUCTION FORD MODEL A ROADSTER
s/n: 1HWA31AA6AE006467
c/w: 4 cyl, 4 spd
Lot 32 - CADILLAC CALAIS AUTOMOBILE
s/n: 68247G7113987
c/w: V8, A/T
Lot 33 - GMC TOPKICK S/A VAN TRUCK
s/n: 1GDP7H1J1SJ521205
c/w: Cat 3126, 6 spd, spring susp, 24 ft box
Lot 34 - INTERNATIONAL 4700 S/A VAN TRUCK

s/n: 1HTSCPLMXPH530885
c/w: DTA360, 170 hp, 5 spd, spring susp, 24 ft box
Lot 35A - 2003 TRACKER MARINE TARGA 18 FT PLEASURE CRAFT
s/n: BUJ30097B303
c/w: 4 cyl *THIS LOT SOLD WITH: 2003 - OTHER S/A TRAILER s/n: 
4TM12SF103B001084
Hour meter reading: 98 H
Lot 36 - ISUZU S/A COE VAN TRUCK

s/n: JALE5B1U1N3000212
c/w: 6 cyl diesel, A/T, 18 ft box
Lot 37 - FORD F600 VAN TRUCK
s/n: 1FDNR64N8EVA19941
c/w: 8.2 L diesel, A/T, spring susp, 22 ft box, hyd lift gate
Lot 38 - FORD 700 S/A VAN TRUCK
s/n: N70EVCG9233
c/w: V8, 5x2, 20 ft box, hyd lift gate
Lot 39 - GRUMMAN-INTERNATIONAL VAN TRUCK
s/n: 1HTMGZRMXLH255979
c/w: 8 cyl diesel, A/T, Boss air comp
Lot 40 - FORD E350 VAN TRUCK
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s/n: 1FDKE37G8MHA47424
c/w: V8, A/T, 14 ft box
Lot 40A - FORD F350 VAN TRUCK
s/n: 1FDKF38G5KKA27336
Lot 41 - KENWORTH W900 T/A FLATBED TRUCK
s/n: 1XKWDN9X2BS189242
c/w: Cummins NTC350, eng brake, 13 spd, spring susp, 260 in. WB, 21 ft bed
Lot 41A - 2001 FORD F650XL SUPER DUTY FLATBED DUMP TRUCK
s/n: 3FDNF65531MA64961
c/w: 8 cyl diesel, A/T, spring susp, 16 ft bed, Boss 10 ft power V-blade
Lot 42 - INTERNATIONAL 4700 S/A FLATBED TRUCK
s/n: 1HTSCAAM4TH250681
c/w: DT466, 175 hp, A/T, 12 ft bed
Lot 42A - INTERNATIONAL 4700 S/A FLATBED TRUCK
s/n: 1HTSLPLM5PH505053
c/w: DT360, A/T, spring susp, 12 ft bed, hyd lift gate
Lot 43 - FORD F800 CREW CAB 4X4 FLATBED TRUCK
s/n: 1FDXK84P5LVA38485
c/w: 6 cyl diesel, A/T, 14 ft bed
Lot 44 - FORD F700 FLATBED TRUCK
s/n: 1FDXF80E3VVA06260
c/w: 6 cyl diesel, 6 spd, spring susp, 22 ft bed
Lot 45 - INTERNATIONAL CARGO STAR 1850 COE S/A FLATBED TRUCK
s/n: D1035KCA24083
c/w: 8 cyl diesel, A/T, 18 ft bed
Lot 46 - GMC S/A FLATBED TRUCK
s/n: 1GDK7D1FXCV586160
c/w: 8.2 L diesel, A/T, spring susp, 16 ft bed
Lot 46A - 2002 CHEVROLET 3500 4X4 FLATBED TRUCK
s/n: 1GBJK34U52E105480
c/w: V8, A/T, 9 ft bed
Lot 47 - CHEVROLET 3500 4X4 FLATBED TRUCK
s/n: 1GBHK34J4GJ152387
c/w: 6.2 L 8 cyl diesel, A/T, 12 ft bed, Western snow plow
Notes: Plow control available @ checkout
Lot 48 - CHEVROLET 3500 FLATBED TRUCK
s/n: 1GBJC34M6BJ103774
c/w: V8, 4 spd, 11 ft bed
Lot 49 - FORD 800 COE AIRCRAFT DE-ICER
s/n: 1FDRD84N5GVA21922
c/w: V8, A/T, FML TM1800 de-icer unit
Lot 50 - KENWORTH W900 T/A ASPHALT DISTRIBUTOR TRUCK
s/n: 898621C
c/w: Cummins 6 cyl, eng brake, 13 spd, walking beam susp, 228 in. WB, 3,000 gal 
tank, 12 ft spray bar

Lot 51 - INTERNATIONAL S1700 S/A FLUSHER TRUCK
s/n: AA172JHB18718
c/w: 8 cyl, A/T, spring susp, 2,700 gal water tank, FMC 1,540 water jet cleanout sys, 
hose reel

Technology in Cab Design

Operator’s  Comfort is Foremost.
Wide Cab Exceeds Industry Standards.

Visibility
Even more visibility than before, for safer, more efficient operating.

Excellent Ventilation
Ventilation has been improved by the addition of the larger fresh air intake system, 

and by providing additional air flow throughout the cab.

Sliding front and side windows provide improved ventilation.

A large sunroof offers upward visibility and additional ventilation.

Comfortable Operator Environment
The control levers and seat can be adjusted to provide maximum operator comfort.

The seat is fully adjustable for optimum operating position, reducing operator fatigue. 

Console boxes slide forward and backward for improved accessibility. 

The proportional pressure controls reduce unnecessary exertion while ensuring precise

operation.

Large windows allow excellent visibility in all directions.

Low noise design
The Robex 7 series was designed with low operation noise in mind.

Hyundai engineering helps to keep interior and exterior noise levels to a minimum. 

The cab's noise levels have been additionally reduced by improving the door seals for the

cab and engine compartments. 

An insulated diesel engine compartment with sound-damping material also reduces

noise.
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Wide, Comfortable Operating Space Steel Cover Sunroof Dial Type Engine Speed Switch and 
Key Switch



Lot 52 - CHEVROLET C70 S/A SANDER TRUCK

s/n: 1GBM7D1G7DV115854
c/w: 8.2 L 8 cyl diesel, A/T, spring susp, 4 yd spreader
Lot 53 - UNIMOG 406 4X4 TRUCK
s/n: 40612110032828
c/w: 6 cyl diesel, PTO, frt & rear 4 port aux hyd, Tiger boom 50 in. mower, Shmidt snow 
cutter unit w/6 cyl diesel
Notes: ADDITIONAL INFORMATION AVAILABLE IN OFFICE
Lot 54 - MACK PUMP TRUCK
s/n: PT130C005180
Lot 55 - GMC BRIGADIER T/A VACUUM TRUCK
s/n: T49CC9V631285
c/w: Cummins 6 cyl, 5x2, spring susp, 3,000 gal vac tank w/Masport pump
Lot 56 - FORD LN8000 T/A CAB & CHASSIS
s/n: 1FDZU82E1RVA31725
c/w: Cummins 8.3 L, 275 hp, 9 spd, spring susp, 236 in. WB
Lot 57 - INTERNATIONAL C04070A T/A COE CAB & CHASSIS
s/n: 25947DGA19041
c/w: 6 cyl diesel, eng brake, Spicer P8516, spring susp, 154 in. WB
Lot 58 - MACK CF688F S/A FIRE TRUCK
s/n: 1M1A146Y6DM001030
c/w: 6 cyl diesel, A/T, spring susp, 168 in. WB, 14 ft body, Mack model pump sys
Lot 59 - GMC 7000 3,000 GALLON T/A WATER TRUCK
s/n: T47DE9V559926
c/w: V8, 13 spd, walking beam susp, 212 in. WB, rear disch, hose reel
Lot 60 - GMC S/A 2500 GALLON WATER TRUCK
s/n: 1GDM6D1F8CV577873
c/w: 8.2 L diesel, A/T, spring susp, 16 ft bed, 2,500 gal tank, Kubota pump, rear disch
Lot 62 - INTERNATIONAL 2500 T/A MIXER TRUCK

s/n: 1HTZPHTR5FHA54941
c/w: Cummins 6 cyl, 7 spd, dbl frame, walking beam susp, 242 in. WB, McNe-
lius mixer
Lot 63 - MACK RS686LS T/A MIXER TRUCK
s/n: 1M2T152C2EM001726
c/w: EMG300, 5x2, walking beam susp, 238 in. WB, TMMB 8.5 cy mixer
Lot 64 - MACK RS686LS T/A MIXER TRUCK
s/n: 1M2T152COEM001725
c/w: EMG-300, 5x2, walking beam susp, 238 in. WB, 8.5 cy mixer
Lot 65 - MACK RS686LS T/A MIXER TRUCK

s/n: 1M2T148C5CM001265

c/w: ETAY676, 283 hp, 5x2, rubber block susp, 238 in. WB, MTM 8.5 cy mixer
Lot 66 - MACK RS686LS T/A MIXER TRUCK
s/n: RS686LS44134
c/w: 6 cyl diesel, 5x2, rubber block susp, 238 in. WB, MTM 8.5 cy mixer
Lot 68 - VOLVO WCA64T T/A BOOM TRUCK W/NATIONAL 400A 10 TON
s/n: 4V1VDBCHXNU509960
c/w: Cat 3406B, 425 hp, eng brake, 13 spd, 3 sec 56 ft boom
Lot 69 - FORD LT8000 T/A BOOM TRUCK W/STINGER RO150-2 15 TON
s/n: 1FDYU8OU5CVA36116
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c/w: Cat 3208, Road Ranger 13 spd, 18 ft bed, 100 ft 4 sec boom, single sheave hook 
block, hyd outriggers
Lot 70 - INTERNATIONAL S1900 T/A BOOM TRUCK W/RO 110 10 TON
s/n: 2HTAX1958CCA17233
c/w: DT466, A/T, 16 ft bed, spring susp, 188 in. WB, 64 ft 3 sec boom
Lot 71 - CHEVROLET C65 S/A BUCKET TRUCK W/HI-RANGER 5FI-
48PBI
s/n: CCE67V148781
c/w: V8, 5x2, 12 ft body, 48 ft 2 stage basket lift
Lot 72 - VOLVO WG42 S/A FUEL & LUBE TRUCK
s/n: 4V1JBBDE6SR837870

c/w: Cat 3176B, 275 hp, Eaton Fuller 9 spd, 144 in. WB, 12 ft bed, 
1,250 gal fuel tank, 5 product tanks, grease pump, air comp, 8 
reels
Lot 73 - FORD LN7000 S/A FUEL & LUBE TRUCK
s/n: 1FDXR72P6KVA56937
c/w: 6.6 L diesel, A/T, spring susp, 192 in WB, 16 ft bed, 750 gal fuel tank, 4 product 
tanks, waste oil tank, Ingersoll-Rand comp w/Honda 13 hp, pressure washer, 7 reels
Lot 74 - KENWORTH C500 FUEL & LUBE TRUCK
s/n: 168584K
c/w: Cummins NTC 350, eng brake, 5x4, spring susp, 242 in. WB, 20 ft box, 500 gal 
fuel tank, 5 product tanks, hyd driven air comp, gen, 8 hose reels
Lot 75 - FORD 8000 S/A FUEL & LUBE TRUCK
s/n: R81DVX07976
c/w: Cat 3208, 5x2, 18 ft body, 8 product tanks, 8 hose reels
Lot 76 - GMC TOPKICK T/A FUEL TRUCK
s/n: 1GDT7H4J3NJ518806
c/w: Cat 3116, 250 hp, 6 spd, spring susp, 212 in. WB, Beall 2 
compt 3,800 gal tank, 2 hose reels
Lot 76A - MACK RS685LS T/A FUEL TRUCK
s/n: RS685LS51831
c/w: ETZ675, 235 hp, 5x2, camelback susp, 4,000 gal tank, hose reel
Lot 77 - FORD F350 CUSTOM FUEL TRUCK
s/n: 1FDKF38M44KKA84360
c/w: 8 cyl diesel, 500 gal fuel tank w/Briggs & Stratton pump, hose reel
Lot 78 - FORD LN8000 S/A MECHANICS TRUCK
s/n: 1FDPR80U8HVA13000
c/w: Cat 3208, 5x2, spring susp, 184 in WB, 14 ft body, Auto Crane 6,000 lb crane w/3 stage boom, Ingersoll-Rand air comp w/

Honda 11 hp, Miller Bobcat 225G welder

Lot 79 - FORD F450 SUPER DUTY MECHANICS TRUCK
s/n: 1FDLF47F3VEC50528
c/w: 7.3 L 8 cyl diesel, 5 spd, 139 in. WB, 11 ft body, Auto Crane 3203 3 sec 22 ft crane, 
Honda 11 hp air comp, Miller Bobcat 250 welder, 2 reels
Lot 79A - FORD F450 SERVICE TRUCK
s/n: 1FDLF47F7VEB97882
c/w: 7.3 L diesel, Auto Crane, Miller comp, Miller welder, fuel tank
Lot 80 - FORD SERVICE TRUCK
s/n: 1FDLF47F3REA32093
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Minimization of Shock and Vibration
through Cab Mounting System
The application of Viscous Mounting to the cabin
support provides the operator with a much
improved ride. 
The operator work efficiency will increase as the
shock and noise level in the cabin decreases.

Rear Emergency Exit Window
Rear Exit Window is designed with easy

exit for operator's
safety.

Highly Sensitive Joystick and
Easy Entrance
New joystick grips for precise control
have been equipped with double
switches.

(Left: Power boost / One touch
deceleration, Right: Horn/Optional)

Wide, Comfortable Operating Space
All the controls are designed and positioned according to the latest ergonomic
research.
Reinforced pillars have also been added for greater cab rigidity.

Smooth Travel Pedal 
and Foot Rests

Improved Intelligent Display
Instrument Panel is installed in front of
RH console box. 
It is easy to check all critical systems
with easy-to-read indicators.

Easy-to-Reach Control Panels
Switches and other essential controls
are located near the operator. 
This helps keep operator movement to a
minimum, enhancing control with less
operator fatigue.

Wide Cab with Excellent Visibility
The cab is roomy and ergonomically
designed with low noise level and good
visibility.
A full view front window and large rear
and side windows provide excellent
visibility in all directions.

Remote Radio Control and
Deluxe Cassette

Rise-up Wiper and Cabin Lights
Raise-up wiper has enhanced for the
better front view. Cabin Lights enhances
safety by brightly lighting the
surroundings during night work(optional)

Centralized control panel
Horn button
Option button
Remote Radio control

Travel lever
Cluster
One touch decel button
Hour meter

Travel pedal
Fully adjustable suspension seat
Safety lever
Power boost button

Joystick control lever
Air Conditioner and Heater controller

CAB

The best working conditions in a pleasant environment.

CAB

Storage box and Cup Holder
An additional storage box and cup holder are
located behind operator’s seat, and it keeps food
and beverages cool or hot.



Lot 81 - 2000 CHEVROLET 2500 4X4 UTILITY TRUCK
s/n: 1GBGK24RXYR209299
c/w: V8, A/T, 8 ft body, Fisher 7 ft 6 in. snow plow
Lot 82 - CHEVROLET 2500 CHEYENNE 4X4 UTILITY TRUCK
s/n: 1GBGK24R2VE180741
c/w: V8, A/T, 8 ft body
Lot 82A - DODGE. RAM 2500 4X4 UTILITY TRUCK
s/n: 3B6KF26Z5WM274751
c/w: V8, A/T, 9 ft body, Hinker 90 in. plow
Lot 83 - CHEVROLET 3500 CHEYENNE 4X4 UTILITY TRUCK
s/n: 1GBJK34N0RE302205
c/w: V8, A/T, 9 ft body
Lot 84 - CHEVROLET C2500 UTILITY TRUCK
s/n: 1GBGC24K6NE176157
c/w: V8, A/T, 8 ft body
Lot 85 - KENWORTH T800B T/A DUMP TRUCK
s/n: 1XKDDE9X2SJ685364
c/w: Cat 3176, 270 hp, 9 spd, spring susp, 212 in. WB, 15 ft box
Lot 86 - KENWORTH T800 T/A DUMP TRUCK
s/n: 1XKDD69X0NJ579098
c/w: Cummins N14, 430 hp, eng brake, Eaton 15 spd, 8 bag A/R susp, 210 in. WB, 16 
ft box, plumbed for pup

Lot 87 - PETERBILT 375 T/A DUMP TRUCK
s/n: 1XPBDE9X3LD296931
c/w: Cat 3176, eng brake, 13 spd, A/R susp, 220 in. WB, 16 ft box, plumbed for pup
Lot 88 - KENWORTH T800 T/A DUMP TRUCK
s/n: 1NKDLB0X2KS537525
c/w: Cat 3406B, 425 hp, eng brake, 13 spd, spring susp, 15 ft box
Lot 89 - INTERNATIONAL 4900 T/A DUMP TRUCK
s/n: 1HTSHNGR3MH311726
c/w: DT466, Allison A/T, dbl frame, spring susp, 50,000 lb rears, 196 in. WB, Heil 15 ft 
box, Vicking-Cives R1084ST 108 in. plow

Lot 90 - INTERNATIONAL 1900 T/A DUMP TRUCK
s/n: 1HTLZ2R6XH654760
c/w: DT466, Allison A/T, dbl frame, spring susp, 188 in. WB, Heil 15 ft box
Lot 91 - KENWORTH W900 T/A DUMP TRUCK
s/n: 1NKWLL0X2DS11776
c/w: Detroit 6V92TA, 330 hp, eng brake, 13 spd, spring susp, 214 in. WB, 15 ft box
Lot 93 - FORD 9000 T/A DUMP TRUCK
s/n: U912VQ31165
c/w: Detroit 8V71, eng brake, 5x4, spring susp, 13 ft box
Lot 94 - KENWORTH W923 T/A DUMP TRUCK
s/n: 86941
c/w: Cummins NTC400, eng brake, 15 spd, spring susp, 218 in. WB, 14 ft box
Lot 95 - KENWORTH W923 T/A DUMP TRUCK
s/n: 83662
c/w: Detroit, 300 hp, eng brake, 5x4, spring susp, 210 in. WB, 13 ft box
Lot 95A - INTERNATIONAL 1700 S/A DUMP TRUCK
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Minimization of Shock and Vibration
through Cab Mounting System
The application of Viscous Mounting to the cabin
support provides the operator with a much
improved ride. 
The operator work efficiency will increase as the
shock and noise level in the cabin decreases.

Rear Emergency Exit Window
Rear Exit Window is designed with easy

exit for operator's
safety.

Highly Sensitive Joystick and
Easy Entrance
New joystick grips for precise control
have been equipped with double
switches.

(Left: Power boost / One touch
deceleration, Right: Horn/Optional)

Wide, Comfortable Operating Space
All the controls are designed and positioned according to the latest ergonomic
research.
Reinforced pillars have also been added for greater cab rigidity.

Smooth Travel Pedal 
and Foot Rests

Improved Intelligent Display
Instrument Panel is installed in front of
RH console box. 
It is easy to check all critical systems
with easy-to-read indicators.

Easy-to-Reach Control Panels
Switches and other essential controls
are located near the operator. 
This helps keep operator movement to a
minimum, enhancing control with less
operator fatigue.

Wide Cab with Excellent Visibility
The cab is roomy and ergonomically
designed with low noise level and good
visibility.
A full view front window and large rear
and side windows provide excellent
visibility in all directions.

Remote Radio Control and
Deluxe Cassette

Rise-up Wiper and Cabin Lights
Raise-up wiper has enhanced for the
better front view. Cabin Lights enhances
safety by brightly lighting the
surroundings during night work(optional)

Centralized control panel
Horn button
Option button
Remote Radio control

Travel lever
Cluster
One touch decel button
Hour meter

Travel pedal
Fully adjustable suspension seat
Safety lever
Power boost button

Joystick control lever
Air Conditioner and Heater controller

CAB

The best working conditions in a pleasant environment.

CAB

Storage box and Cup Holder
An additional storage box and cup holder are
located behind operator’s seat, and it keeps food
and beverages cool or hot.



s/n: AA172JHB31033
c/w: V8, 4 spd, spring susp, 10 ft box
Lot 96 - INTERNATIONAL 1950 S/A DUMP TRUCK
s/n: 517950G271035
c/w: 8 cyl diesel, 5x2, spring susp, 11 ft box
Notes: SOLD WITH RECONSTRUCTED TITLE WHICH MAY NOT BE SUITABLE FOR TIT-
LING IN ALL STATES
Lot 98 - 2006 KENWORTH W900B T/A TRUCK TRACTOR

s/n: 1XKWDB0X26R108278
c/w: Cat C15, 475 hp, eng brake, 18 spd, A/R susp, 46,000 rears, dbl diff lock, 284 in. WB, 72 in. mid 
rise sleeper

Odometer reading: 1537 M
Lot 99 - KENWORTH T600 T/A TRUCK TRACTOR
s/n: 1XKAD99X0VH749501
c/w: Cummins M11+, eng brake, 9 spd, A/R susp, 230 in. WB, wet kit, 60 in. mid rise 
integral sleeper
Lot 100 - FREIGHTLINER T/A TRUCK TRACTOR
s/n: 1FUYDZYB6TP694389
c/w: Detroit Series 60, 470 hp, eng brake, 9 spd, A/R susp, 180 in. WB
Lot 101 - KENWORTH TRUCK TRACTOR
s/n: 1XKWDB9X7RS627746
Lot 102 - MACK CH613 T/A TRUCK TRACTOR
s/n: 1M2AA064XLW002396
c/w: E6-350, 8 spd, camelback susp, 192 in. WB, wet kit
Lot 103 - MACK CH613 T/A TRUCK TRACTOR
s/n: 1M2AA06Y6LW002394
c/w: E6-350, 8 spd, camelback susp, 192 in. WB

Lot 104 - MACK CH613 T/A TRUCK TRACTOR
s/n: 1M2AA06Y3LW002398
c/w: E6-350, 8 spd, spring susp, 194 in. WB
Lot 105 - PETERBILT 359 T/A TRUCK TRACTOR
s/n: 1XP9D29XXBP144798
c/w: Cummins NTC400 BC3, eng brake, 13 spd, alum frame, A/R susp, 268 in. WB, 60 
in. sleeper
Lot 106 - WESTERN STAR TRUCK TRACTOR

s/n: 2WKPDCVH2BK907659

Lot 107 - INTERNATIONAL 4300 T/A TRUCK TRAC-
TOR
s/n: D2137GGB22987
c/w: Cummins NTC400, eng brake, 10 spd, air lift 3rd axle, 252 in. WB
Lot 108 - KENWORTH W923 T/A TRUCK TRACTOR
s/n: 122501
c/w: Detroit 8V71, 5x4, walking beam susp, alum frame, 212 in. WB
Lot 109 - GMC TOPKICK S/A TRUCK TRACTOR
s/n: 1GDM7D1Y7DV527689
c/w: Cat 3208 diesel, 10 spd, spring susp, 150 in. WB
Lot 111 - BROCE T15 MOBILE BROOM
s/n: 3090
c/w: 6 cyl, 84 in. broom, canopy

Advanced Hydraulic System

ADVANCED CAPO SYSTEM

Advanced CAPO System
The Advanced CAPO(Computer Aided Power
Optimization) system maintains engine and
mutual pump power at optimum levels. Mode
selections are designed for various work
loads and maintaining high performance
while reducing fuel consumption. 
Features such as auto deceleration and
power boost are included in the system. 
The system monitors engine speed, coolant
temperature, and hydraulic oil temperature.
Contained within the system are self
diagnostic capabilities, which are displayed
by error codes on the cluster.

Self Diagnosis System
The CPU controller diagnoses problems in the
CAPO system caused by electric and
hydraulic malfunctions and displays them on
the LCD monitor of the cluster by error codes.
This controller has the capacity to identify 48
distinct types of errors. As the information
from this device, such as engine rpm, main
pump delivery pressure, battery voltage, hyd.
temperature, and the state of all types of
electric switches, provides the operator with
a much more exact state of machine
operating condition. 
This makes the machine easier to
troubleshoot when anything does go wrong.

Arm Flow Regeneration System
Arm flow regeneration valve provides smooth
arm-in operation without cavitation.

Boom & Arm Holding System 
The Holding valves in the main control valve
prevents the boom & arm from dropping over
an extended period in neutral position.

Auto Deceleration System
When remote-control valves are in neutral
position more than 4 seconds, CPU controller
reduces engine speed to 1200rpm. 
This decreases fuel consumption and
reduced cab noise levels.

One Touch Decel System
When the one touch decel switch is pressed,
CPU controller controls the accel actuator to
reduce engine speed to low idle rpm. And
then the one touch decel switch is pressed
again, the engine speed recovers.

Max. Flow Cut-off System
For precise control and finishing work, the
Max. Flow Cut-off System reduces pump flow,
thus allowing smooth operation.

Automatic Engine Overheat Prevention
If the engine coolant temperature gets too
high, the CPU controller lowers the engine
speed and cools the engine.

Anti Restart System
The new system protects the starter from
restarting during engine operation, even if the
operator accidentally turns the start key again.

Power boost control System
When the power boost system is activated,
digging power increases about 10%. It is
especially useful when extra power is
temporarily needed, for instance, when
digging hard earth and rock, or if the bucket
teeth are stopped by a stubborn tree root.

Automatic Warming-up System
After the engine is started, if the engine
coolant temperature is low, the CPU
controller increases the engine speed and
automatically  to warm up the engine more
effectively.

Pump Flow Control System
In neutral position: Pump flow is reduced to a
minimum to eliminate power loss. 
In operation: Maximum pump flow is delivered
to the actuator to increase the speed. With
movement of the control lever, pump flow is
automatically adjusted and the actuator speed
can be proportionally controlled.

Hydraulic Damper in Travel Pedal
Improved travel controllability & feeling by
shock reducing when starting and stopping.

POWER MODE
H mode: High power     S mode: Standard power
WORK MODE

: Heavy duty work
: General work
: Breaker

USER MODE
M mode: Maximum Power
U mode: Memorizing Operator’s Preferable Power Setting

NEW MODE CONTROL SYSTEM

CUMMINS B5.9-C ENGINE
The six cylinders, turbo-charged, 4 cycle,
charger air cooled engine is built for power,
reliability, economy and low emissions.

A More Reliable Way To Reach
You Dream.
The Cummins B5.9-C engine has been
designed with 40% fewer parts than the
competition. That means there's less that
can go wrong when you need it most. It also
means fewer parts to inventory. Repairs are
simplified because no special  tools are
needed for maintenance. The weight of the
machine is reduced without sacrificing
strength.
The B5.9-C engine is capable of reaching
emission standards without electronic
engine controls. You get a proven power
plant that meets ecological concerns,
without paying a premium for technology you
don’t need.
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Track Rail Guide & Adjusters
Durable track rail guides keep track links in place. Track adjustment is made easy with standard
grease cylinder track adjusters and shock absorbing springs.

Strong and Stable Lower Frame
Reinforced box-section frame is all welded, low-stress, high-strength steel. 
It guarantees safety and resistance against external impact when driving on rough ground and
working on wet sites through high tensile strength steel panels, with highly durable upper and
lower rollers and track guards.
Long undercarriage incorporates heavy duty excavator style components.
X-leg type center frame is integrally welded for maximum strength and durability.

Powerful and Preciser Swing Control
Improved shock absorbing characteristics make stopping a precise and smooth action 

Reinforced Bucket and Bucket
Linkage
Sealed and adjustable bucket linkage
provides less wear of pins and bushes 
as well as silent operation. The design
includes bucket link durability and anti wear
characteristics. Additional reinforcement
plates on cutting edge section. Reinforced
bucket is made with thicker steel and
additional lateral plate.



Lot 112 - ALLIS-CHALMERS ACP060 6,000 LB FORKLIFT
s/n: 80363
c/w: 4 cyl, LP, 210 in. 2 stage mast, cab
Lot 113 - CATERPILLAR RT100 10,000 LB ROUGH TERRAIN FORKLIFT
s/n: PF1004
c/w: 4 cyl diesel, 30 ft reach 3 stage mast w/SS, canopy
Lot 114 - CLARK IT60 6,000 LB ROUGH TERRAIN FORKLIFT
s/n: IT6040746
c/w: 6 cyl, LPG, 2 stage mast, 182 in. mast, cab
Lot 115 - CHAMP 350HLD 6,000 LB ROUGH TERRAIN FORKLIFT
s/n: CC83147
c/w: 4 cyl, 30 ft reach 3 stage mast, canopy
Lot 116 - CHAMP 350HLD 6,000 LB ROUGH TERRAIN FORKLIFT
s/n: CC704033
c/w: 4 cyl, 30 ft reach 3 stage mast, canopy
Lot 116A - INGERSOLL-RAND VR90B TELESCOPIC FORKLIFT
s/n: 5380SFD
Lot 116B - INGERSOLL-RAND VR90B TELESCOPIC FORKLIFT
s/n: 52825FC
Lot 117 - JCB 508-40 8,000 LB 4X4X4 TELESCOPIC FORKLIFT
s/n: 564159
c/w: Perkins 4 cyl, Q/C carriage w SS, 40 ft 3 sec boom, canopy, hyd leveling
Lot 118 - GRADALL 534B 8,000 LB 4X4 TELESCOPIC FORKLIFT
s/n: 8444163G
c/w: Perkins 4 cyl, 34 ft 3 stage boom, canopy, hyd leveling, 13.00x24 foam filled 
tires
Lot 119 - SKYTRAK 8038 8,000 LB 4X4X4 TELESCOPIC FORKLIFT

s/n: M5157A16E227
c/w: John Deere 4 cyl, 38 ft 3 sec boom, canopy, hyd leveling, hyd outriggers, 
13.00x24
Lot 120 - LULL 844TT42 8,000 LB 4X4X4 TELESCOPIC FORKLIFT
s/n: JD1828N
c/w: 4 cyl, 34 ft 2 stage boom, tilt fork carriage, canopy, hyd leveling, hyd outriggers, 
13.00x24 foam filled
Lot 121 - GRADALL 534A 4X4 TELESCOPIC FORKLIFT

s/n: 337

Lot 121A - FORD EA214C UTILITY TRACTOR
s/n: C569548
c/w: 4 cyl diesel, canopy, mid mount Alamo Terrain King A boom mower, PTO
Lot 122 - BELARUS 310 4X4 UTILITY TRACTOR
s/n: 786
c/w: 2 cyl diesel, Kayker 210 loader, PTO, 3 pt hitch, terrace blade
Lot 124 - MITSUBISHI D1100 UTILITY TRACTOR
s/n: 7210696
c/w: 2 cyl diesel, loader, PTO, 3 pt hitch, mower
Lot 125 - 2002 CATERPILLAR 246 SKID STEER LOADER
s/n: CAT00246L5SZ06355
c/w: bkt, cab, aux hyd
Lot 126 - CASE 1835C SKID STEER LOADER
s/n: JAF0183098

Advanced Hydraulic System

ADVANCED CAPO SYSTEM

Advanced CAPO System
The Advanced CAPO(Computer Aided Power
Optimization) system maintains engine and
mutual pump power at optimum levels. Mode
selections are designed for various work
loads and maintaining high performance
while reducing fuel consumption. 
Features such as auto deceleration and
power boost are included in the system. 
The system monitors engine speed, coolant
temperature, and hydraulic oil temperature.
Contained within the system are self
diagnostic capabilities, which are displayed
by error codes on the cluster.

Self Diagnosis System
The CPU controller diagnoses problems in the
CAPO system caused by electric and
hydraulic malfunctions and displays them on
the LCD monitor of the cluster by error codes.
This controller has the capacity to identify 48
distinct types of errors. As the information
from this device, such as engine rpm, main
pump delivery pressure, battery voltage, hyd.
temperature, and the state of all types of
electric switches, provides the operator with
a much more exact state of machine
operating condition. 
This makes the machine easier to
troubleshoot when anything does go wrong.

Arm Flow Regeneration System
Arm flow regeneration valve provides smooth
arm-in operation without cavitation.

Boom & Arm Holding System 
The Holding valves in the main control valve
prevents the boom & arm from dropping over
an extended period in neutral position.

Auto Deceleration System
When remote-control valves are in neutral
position more than 4 seconds, CPU controller
reduces engine speed to 1200rpm. 
This decreases fuel consumption and
reduced cab noise levels.

One Touch Decel System
When the one touch decel switch is pressed,
CPU controller controls the accel actuator to
reduce engine speed to low idle rpm. And
then the one touch decel switch is pressed
again, the engine speed recovers.

Max. Flow Cut-off System
For precise control and finishing work, the
Max. Flow Cut-off System reduces pump flow,
thus allowing smooth operation.

Automatic Engine Overheat Prevention
If the engine coolant temperature gets too
high, the CPU controller lowers the engine
speed and cools the engine.

Anti Restart System
The new system protects the starter from
restarting during engine operation, even if the
operator accidentally turns the start key again.

Power boost control System
When the power boost system is activated,
digging power increases about 10%. It is
especially useful when extra power is
temporarily needed, for instance, when
digging hard earth and rock, or if the bucket
teeth are stopped by a stubborn tree root.

Automatic Warming-up System
After the engine is started, if the engine
coolant temperature is low, the CPU
controller increases the engine speed and
automatically  to warm up the engine more
effectively.

Pump Flow Control System
In neutral position: Pump flow is reduced to a
minimum to eliminate power loss. 
In operation: Maximum pump flow is delivered
to the actuator to increase the speed. With
movement of the control lever, pump flow is
automatically adjusted and the actuator speed
can be proportionally controlled.

Hydraulic Damper in Travel Pedal
Improved travel controllability & feeling by
shock reducing when starting and stopping.

POWER MODE
H mode: High power     S mode: Standard power
WORK MODE

: Heavy duty work
: General work
: Breaker

USER MODE
M mode: Maximum Power
U mode: Memorizing Operator’s Preferable Power Setting

NEW MODE CONTROL SYSTEM

CUMMINS B5.9-C ENGINE
The six cylinders, turbo-charged, 4 cycle,
charger air cooled engine is built for power,
reliability, economy and low emissions.

A More Reliable Way To Reach
You Dream.
The Cummins B5.9-C engine has been
designed with 40% fewer parts than the
competition. That means there's less that
can go wrong when you need it most. It also
means fewer parts to inventory. Repairs are
simplified because no special  tools are
needed for maintenance. The weight of the
machine is reduced without sacrificing
strength.
The B5.9-C engine is capable of reaching
emission standards without electronic
engine controls. You get a proven power
plant that meets ecological concerns,
without paying a premium for technology you
don’t need.
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Track Rail Guide & Adjusters
Durable track rail guides keep track links in place. Track adjustment is made easy with standard
grease cylinder track adjusters and shock absorbing springs.

Strong and Stable Lower Frame
Reinforced box-section frame is all welded, low-stress, high-strength steel. 
It guarantees safety and resistance against external impact when driving on rough ground and
working on wet sites through high tensile strength steel panels, with highly durable upper and
lower rollers and track guards.
Long undercarriage incorporates heavy duty excavator style components.
X-leg type center frame is integrally welded for maximum strength and durability.

Powerful and Preciser Swing Control
Improved shock absorbing characteristics make stopping a precise and smooth action 

Reinforced Bucket and Bucket
Linkage
Sealed and adjustable bucket linkage
provides less wear of pins and bushes 
as well as silent operation. The design
includes bucket link durability and anti wear
characteristics. Additional reinforcement
plates on cutting edge section. Reinforced
bucket is made with thicker steel and
additional lateral plate.

http://www.ito-germany.com/tags/excavator


c/w: bkt, canopy, aux hyd, solid tires
Lot 127 - CASE 1840 SKID STEER LOADER
s/n: JAFO158755
c/w: bkt, canopy, aux hyd
Lot 130 - BOBCAT 743B SKID STEER LOADER
s/n: 509316194
c/w: bkt, canopy, aux hyd
Lot 131 - CASE 1530 SKID STEER LOADER
s/n: 9815703
c/w: bkt
Lot 132 - CATERPILLAR 416C 4X4 LOADER BACKHOE
s/n: 1WR00843
c/w: hyd Q/C bkt, cab, extendahoe w/bkt, aux hyd
Lot 133 - JOHN DEERE 401 SKIP LOADER
s/n: T0401DE717896
c/w: bkt, canopy, scraper box w/MS ripper
Lot 134 - CATERPILLAR 988B WHEEL LOADER
s/n: 50W10312
c/w: bkt, cab, 65/35-33
Lot 135 - CATERPILLAR 988B WHEEL LOADER
s/n: 50W10385
c/w: bkt, cab, 35/65R33
Lot 136 - CATERPILLAR 988B WHEEL LOADER

s/n: 50W08537
c/w: spade nose bkt, cab, 35/65x33
Lot 137 - CATERPILLAR 988 WHEEL LOADER
s/n: 87A90
c/w: hyd Q/C bkt, cab, 29.5x29
Lot 138 - CATERPILLAR 980C WHEEL LOADER
s/n: 63X08800
c/w: hyd Q/C bkt, cab, 29.5x25
Lot 139 - CATERPILLAR 966F SERIES II WHEEL LOADER
s/n: 9YJ01117
c/w: bkt, aux hyd, cab, 26.5R25

Lot 140 - CATERPILLAR 966F WHEEL LOA-
DER
s/n: 8BG00337
c/w: bkt, cab, 26.5x25
Lot 141 - CATERPILLAR 966C WHEEL LOADER
s/n: 18B00556
c/w: hyd Q/C bkt, cab, 23.5x25
Lot 142 - MICHIGAN L150 WHEEL LOADER
s/n: L150V60056
Lot 143 - 1999 VOLVO L120C WHEEL LOADER
s/n: L120CV62375
c/w: hyd Q/C bkt, aux hyd, cab, 23.5x25
Lot 144 - 1999 VOLVO L120C WHEEL LOADER
s/n: L120CV62371

Reliability & Serviceability

Centralized Electric Control Box and Easy
Change Air Cleaner Assembly

Electric control box and Air cleaner are 
centralized in one or the same compartment for easy
service.

Durability of structure proven through
FEM(Finite Element Method) analysis 
and long term durability test.

Full open doors and master key system 
provide easy access for servicing.
Handrails and foot steps are applied for safety

Side Cover with Left & Right Swing Open Type
Easy access to vital components gives unrestricted view

of component allows easy maintenance and repair.
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Highly efficient Hydraulic Pump
Pump output and Hydraulic tank capacity have been

increased.
A pilot pump has been installed resulting in improved
control sensitivity.

Large tool box for extra
storage

Easy to maintain engine components
The cooling and preheating system are provided for

optimum and immediate operation, guaranteeing longer life
for the engine and hydraulic components. 
Servicing of the engine and hydraulics is considerably
simplified due to total accessibility.



c/w: hyd Q/C bkt, aux hyd, cab, 23.5x25
Lot 146 - JOHN DEERE 644G WHEEL LOADER
s/n: DW644GD563388
c/w: bkt, aux hyd, cab, 23.5x25
Lot 147 - JOHN DEERE 644 WHEEL LOADER
s/n: 248512
c/w: bkt, cab, 20.5x22
Lot 148 - 2000 VOLVO L90D WHEEL LOADER
s/n: L90DV17158
c/w: hyd Q/C bkt, aux hyd, cab, 20.5x25
Lot 149 - 2000 VOLVO L90D WHEEL LOADER
s/n: L90DV64171
c/w: hyd Q/C bkt, aux hyd, cab, 20.5x25
Lot 150 - CATERPILLAR 950 WHEEL LOADER
s/n: 81J12456
c/w: bkt, aux hyd, cab, 26.5x25
Lot 151 - FIATALLIS 605B WHEEL LOADER
s/n: 18YO7620
c/w: bkt, cab, 17.5x25
Lot 152 - CATERPILLAR 16G MOTOR GRADER
s/n: 93U02568
c/w: push block, 16 ft MB, accum, Low Pro cab, MS ripper, 20.5x25
Lot 153 - CATERPILLAR 14G MOTOR GRADER
s/n: 96U07008
c/w: push block, 14 ft MB, accum, Low Pro cab, MS ripper, 20.5x25
Lot 154 - JOHN DEERE 570B MOTOR GRADER
s/n: DW570BX526332
c/w: scarifier, 12 ft MB, cab, ripper, 13.00x24
Notes: ADDITIONAL INFORMATION AVAILABLE IN OFFICE

Lot 154A - CHAMPION 740A MOTOR GRADER

s/n: 153711845
c/w: scarifier, 14 ft MB, cab, 14.00x24
Lot 154B - CHAMPION 740A MOTOR GRADER
s/n: 740R241630840
c/w: 14 ft MB, cab, 14.00x24
Lot 155 - CATERPILLAR 12F MOTOR GRADER

s/n: 89H01833
c/w: 14 ft MB, cab, MS ripper, 14.00x24
Lot 156 - CHAMPION 605 MOTOR GRADER
s/n: 74605TV346948
c/w: scarfier, cab, 14 ft MB, 14.00x24
Lot 157 - GALION T500L MOTOR GRADER
s/n: T500LCC03911
c/w: scarifier, 14 ft MB, cab, 14.00x24
Lot 158 - ALLIS-CHALMERS MOTOR GRADER
c/w: 10 ft MB, 8.25x20
Lot 159 - TEREX S24C MOTOR SCRAPER
s/n: 73238
c/w: cab, retarder, 37.5R33
Lot 160 - TEREX S24C MOTOR SCRAPER

Reliability & Serviceability

Centralized Electric Control Box and Easy
Change Air Cleaner Assembly

Electric control box and Air cleaner are 
centralized in one or the same compartment for easy
service.

Durability of structure proven through
FEM(Finite Element Method) analysis 
and long term durability test.

Full open doors and master key system 
provide easy access for servicing.
Handrails and foot steps are applied for safety

Side Cover with Left & Right Swing Open Type
Easy access to vital components gives unrestricted view

of component allows easy maintenance and repair.
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Highly efficient Hydraulic Pump
Pump output and Hydraulic tank capacity have been

increased.
A pilot pump has been installed resulting in improved
control sensitivity.

Large tool box for extra
storage

Easy to maintain engine components
The cooling and preheating system are provided for

optimum and immediate operation, guaranteeing longer life
for the engine and hydraulic components. 
Servicing of the engine and hydraulics is considerably
simplified due to total accessibility.



s/n: 73179
c/w: cab, retarder, 37.5R33
Lot 161 - TEREX S24C MOTOR SCRAPER
s/n: 73183
c/w: cab, retarder, 37.5x35
Lot 162 - TEREX S24C MOTOR SCRAPER
c/w: cab, retarder, 37.5R33
Lot 163 - TEREX S24C MOTOR SCRAPER
s/n: 73182
c/w: cab, retarder, 37.5x33
Lot 164 - TEREX TS24C MOTOR SCRAPER
s/n: 70149
Lot 165 - TEREX TS24C MOTOR SCRAPER
s/n: 70148
c/w: cab, retarder, 37.5R33
Lot 166 - TEREX S24C MOTOR SCRAPER
s/n: 68614
Lot 167 - 2003 TEREX TA30 6X6 ARTICULATED DUMP TRUCK
s/n: A8281139
c/w: 23.5x24
Lot 168 - 2003 TEREX TA30 6X6 ARTICULATED DUMP TRUCK
s/n: A8281138
c/w: 23.5x24
Hour meter reading: 5803 H
Lot 169 - 2003 TEREX TA30 6X6 ARTICULATED DUMP TRUCK
s/n: A8281137
c/w: 23.5x25
Hour meter reading: 10119 H
Lot 170 - CATERPILLAR D8K CRAWLER TRACTOR

s/n: 77V14953
c/w: U/dozer w/tilt, cab, 4 bbl SS ripper
Lot 171 - CATERPILLAR D8K CRAWLER TRACTOR
c/w: U/ dozer w/tilt, canopy, 4 bbl SS ripper
Lot 172 - CATERPILLAR D8H CRAWLER TRACTOR
s/n: 46A27786
c/w: U/dozer w/tilt, cab, 2 bbl SS/ripper
Lot 173 - CATERPILLAR D7H SERIES II CRAWLER TRACTOR
s/n: 5BF04086
c/w: SU/ dozer w/tilt, cab, 2 bbl SS ripper
Lot 174 - CATERPILLAR D7H CRAWLER TRACTOR
s/n: 80Z00763
c/w: S/dozer w/tilt, cab
Lot 175 - CATERPILLAR D6D CRAWLER TRACTOR
s/n: 6X379
c/w: U/dozer w/tilt, cab
Lot 176 - 2000 CATERPILLAR D5CXL SERIES III HYSTAT CRAWLER TRACTOR
s/n: 7PS01141
c/w: 6 way dozer, cab
Lot 177 - 1999 CATERPILLAR D5M LGP CRAWLER TRACTOR
s/n: 3DR00405

Specifications

Engine

Watercooled, 4 cycle Diesel,
6-Cylinders in line, direct injection,
Turbocharged, charge air cooled,
Low emission

Type

Rated
flywheel

horse
power

J1995  (gross) 150HP (112kW) / 1950rpm
143HP (107kW) / 1950rpm
152PS (112kW) / 1950rpm
145PS (107kW) / 1950rpm

62.6kgf.m (453lbf.ft) / 1500rpm
102mm (4.02in) 120mm(4.72in)

5880cc  (359 in3)

Max. torque
Bore stroke
Piston displacement
Batteries
Starting motor
Alternator

2 x 12V 100AH
24V, 4.5kw

24V, 50Amp

J1349  (net)
6271/1 (gross)
6271/1 (net)

SAE

DIN

Model

Main pump

Hydraulic motors

Relief valve setting

Hydraulic cylinders

Type
Max. flow
Sub-pump for pilot circuit

Two variable displacement piston pumps
2 220 /min (58.1 US gpm / 48.4 UK gpm)
Gear pump

Cummins B5.9-C

Swing system

Swing motor
Swing reduction
Swing bearing lubrication
Swing brake
Swing speed

Axial piston motor
Planetary gear reduction
Grease-bathed
Multi wet disc
12.5 rpm

Coolant & Lubricant capacity

Undercarriage

Operating weight (approximate)

(refilling)
Fuel tank
Engine coolant 
Engine oil
Swing device
Final drive(each)
Hydraulic system(including tank)
Hydraulic tank 

liter
340
35
24
5
6

290
180

US gal
89.8
9.2
6.3
1.3

2
76.6
47.6

UK gal
74.8
7.7
5.3
1.1

1
63.8
39.6

Center frame
Track frame
No. of shoes on each side
No. of carrier roller on each side
No. of track roller on each side
No. of rail guard on each side

X - leg type
Pentagonal box type
49
2
9
2

Drives & Brakes

Drive method
Drive motor
Reduction system
Max. drawbar pull
Max. travel speed(high) / (low)
Gradeability
Parking brake

Pilot pressure operated joysticks and pedals with detachable lever
provide almost effortless and fatigueless operation.

X-leg type center frame is integrally welded with reinforced box-section
track frames. The undercarriage includes lubricated rollers, idlers, track
adjusters with shock absorbing spring and sprockets, and track chain
with double or triple grouser shoes.

Operating weight

Major component weight

Operating weight, including 5680mm (18’ 8”) boom, 2920m (9’ 7”) arm,
SAE heaped 0.92m3 (1.20 yd3) backhoe bucket, lubricant, coolant, full fuel
tank, hydraulic tank and the standard equipment.

Hydraulic system

Two speed axial piston motor
with brake valve and parking brake

Axial piston motor with automatic brake

330 kgf/cm2 (4690 psi)
330 kgf/cm2 (4690 psi)
360 kgf/cm2 (5120 psi)
240 kgf/cm2 (3410 psi)
35 kgf/cm2 (500 psi)
Installed

Boom: 2-120 85 1290 mm (4.7” 3.3” 50.8”)
Arm: 1-140 100 1510 mm (5.5” 3.9” 59.4”)

Bucket: 1-125 85 1055 mm (4.9” 3.3” 41.5”)

Cross-sensing and fuel saving pump system

Travel

Swing

Implement circuits
Travel
Power boost (boom, arm, bucket)
Swing circuit
Pilot circuit
Service valve

No. of cylinder-
bore rod stroke

Fully hydrostatic type
Axial piston motor, in-shoe design
Planetary reduction gear
21100 kgf (46500 lbf)
5.3 km/hr (3.3 mph) / 3.4 km/hr (2.1 mph)
35 (70 %)
Multi wet disc

Traveling and steering
Engine throttle
Lights

Pilot control Two joysticks with one safety lever
(LH): Swing and arm, (RH): Boom and bucket(ISO)

Two levers with pedals
Electric, Dial type
Two lights mounted on the boom and one in the battery box

Control

Upperstructure
Counterweight
Boom (with Arm cylinder)

5850kg  (12900lb)
3800kg    (8380lb)
1950kg  (4300lb)

600 mm
(24”)

700 mm
(28”)

800 mm
(32”)

900 mm
(35.4”)

Shoes Operating weight Ground pressure

Triple
grouser

Type Width mm(in) kg(lb) kgf/cm2(psi)

R210LC-7

R210LC-7 H/C

R210LC-7

R210LC-7 H/C

R210LC-7

R210LC-7 H/C

21700 (47800)

23160 (51060)

21980 (48460)

23440 (57680)

22270 (49070)

23730(52320)

0.46 (6.54)

0.49 (6.97)

0.40 (5.69)

0.43 (6.12)

0.35 (4.98)

0.38 (5.40)

R210LC-7 22560 (49740) 0.32 (4.55)

710 mm
(28”)

Double
grouser R210LC-7 H/C 23770 (52400) 0.43 (6.12)

Standard equipment
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0.51(0.67 )

0.80(1.05)

0.92(1.20)

1.10(1.44)

1.20(1.57)

1.34(1.75)

0.74(0.97)

0.90(1.18)

1.05(1.37)

0.87(1.14)

1.20(1.57)

0.75(0.98)

0.45(0.59)

0.70(0.92)

0.80(1.05)

0.96(1.26)

1.00(1.31)

1.15 (1.50)

0.65(0.85)

0.80(1.05)

0.92(1.20)

0.75(0.98)

1.00(1.31)

0.65(0.85)

700(27.6)

1000(39.4)

1150(45.3)

1320(52.0)

1400(55.1)

1550(61.1)

985(38.8)

1070(42.0)

1430(56.3)

1140(44.9)

1410(55.5)

1790(70.5)

580(1280)

650(1430)

710(1570)

810(1790)

770(1700)

800(1760)

750(1650)

790(1740)

870(1920)

860(1900)

1030(2270)

880(1940)

820(32.3)

1120(44.1)

1270(50.0)

1440(56.7)

1520(59.8)

1670(65.7)

-

-

-

-

-

-

SAE
heaped

2000
(6’ 7”)

2400
(7’ 10”)

2920
(9’ 7”)

3900
(12’ 10”)

CECE
heaped

Weight
kg(lb)Without

side cutters
With

side cutters

0.51(0.67) 0.80(1.05) 0.92(1.20) 1.20(1.57)
1.10(1.44)

1.34(1.75) 0.75(0.98)

2.0 m (6’ 7”) 2.40 m (7’ 10”) 2.92 m (9’ 7”) 3.90 m (12’ 10”)

Capacity
m3 (yd3)

Width
mm (in)

Recommendation                            mm(ft.in)

2000 (6’ 7”)
860 (1890)

2400 (7’ 10”)

950 (2090)
2920 (9’ 7”)

990 (2180)

Bucket
digging
force

Arm
crowd
force

133.4 [145.5]
13600 [14840]
29980 [32710]

152.0 [165.8]
15500 [16910]
34170 [37280]

135.3 [147.6]
13800 [15050]
30420 [33190]

142.2[155.1]
14500[15820]
31970 [34880]

133.4 [145.5]
13600 [14840]
29980 [32710]

152.0 [165.8] 
15500 [16910]
34170 [37280]

112.8 [123.1]
11500 [12550]
25350 [27650]

117.7 [128.4]
12000 [13090]
26460 [28870]

3900 (12’ 10”)

1200 (2650)

133.4 [145.5]
13600 [14840]
29980 [32710]

152.0 [165.8] 
15500 [16910]
34170 [37280]

79.4 [86.6]
8100 [8840]

17860 [19480]

85.3 [93.0]
8700 [9490]

19180 [20920]

133.4 [145.5]
13600 [14840]
29980 [32710]

152.0 [165.8]
15500 [16910]
34170 [37280]

97.1 [105.9]
9900 [10800] 

21830 [23810]

101.0 [110.2]
10300 [11240] 
22710 [24770] 

: Standard backhoe bucket
: Heavy-duty   
: Rock bucket-Heavy duty
: Slope finishing bucket

Arm
Length

Weight

mm(ft.in)

kg(lb)
kN
kgf
lbf

SAE

ISO

SAE

ISO

Applicable for materials with density  of  2,000 kg /m3 (3,370 lb/yd3) or less
Applicable for materials with density  of  1,600 kg /m3 (2,700 lb/yd3) or less
Applicable for materials with density  of  1,100 kg /m3 (1,850 lb/ yd3) or less

5680 (18’ 8”) 

0.74(0.97)
0.90(1.18)
1.05(1.37)

Boom

Arm

kN
kgf
lbf

kN
kgf
lbf
kN
kgf
lbf

Remark

[     ]:
Power Boost

SAE heaped
m3 (yd3) 0.87(1.14)

1.20(1.57)

Buckets

Backhoe attachment
Boom and arms are of all-welded, low-stress, full-box section design. 5.68m(18’ 8”) mono boom and 2.0m(6’ 7”), 2.4m (7’ 10”), 2.92m (9’ 7”), 3.90m (12’ 10”) arm
are available. Buckets are all-welded, high-strength steel implements.

Note : Arm weight including bucket cylinder and linkage. Standard arm

Digging force
STD/HC

STD/HC



c/w: 6 way dozer, canopy
Lot 178 - JOHN DEERE 750 CRAWLER TRACTOR
s/n: T00750D714147
c/w: S/dozer w/tilt, canopy
Lot 179 - JOHN DEERE 550G CRAWLER TRACTOR
s/n: T0550GH751694
c/w: 6 way dozer, canopy

Lot 180 - CASE 450B CRAWLER TRAC-
TOR
s/n: 3075341
c/w: 6 way dozer, canopy
Lot 181 - CATERPILLAR D3C SERIES III CRAWLER TRACTOR

s/n: 6SL01813
c/w: 6 way dozer, canopy
Lot 182 - CATERPILLAR 955H CRAWLER LOADER
c/w: bkt, canopy, aux hyd
Lot 183 - JOHN DEERE 555A CRAWLER LOADER
s/n: 288532T
c/w: 4 in 1 bkt, canopy
Lot 184 - JOHN DEERE 450C CRAWLER LOADER
s/n: 372211T
c/w: 4 in 1 bkt, canopy
Lot 185 - INGERSOLL-RAND SD150D PROPAC VIBRATORY SMOOTH DRUM ROLLER
s/n: 150124
c/w: Cummins 6 cyl, 84 in. drum, drum drive, canopy, 23.1x26
Lot 186 - INGERSOLL-RAND SD150D VIBRATORY SMOOTH DRUM ROLLER

s/n: 7094S
c/w: Cummins 6 cyl, 84 in. drum, drum drive, cab, 23.1x26
Lot 187 - INGERSOLL-RAND SD150D VIBRATORY SMOOTH DRUM ROLLER
s/n: 5079S
c/w: Deutz 6 cyl, 84 in drum, drum drive, cab, 23.1x26
Lot 188 - CATERPILLAR CS553 VIBRATORY SMOOTH DRUM ROLLER
s/n: 7AD00359
c/w: 3208, 84 in. drum, cab, 23.1x26
Lot 189 - INGERSOLL-RAND SD70D VIBRATORY SMOOTH DRUM ROLLER
s/n: 141194
c/w: Cummins 4 cyl, 66 in. drum, 14.9x24
Lot 190 - DYNAPAC CA25IIPD VIBRATORY SMOOTH DRUM ROLLER

s/n: 575828
c/w: Detroit 8 cyl diesel, 84 in. drum, canopy, 23.1x26
Lot 191 - BOMAG BW210-5 VIBRATORY SMOOTH DRUM ROLLER
s/n: 75351
c/w: Detroit 4 cyl, 84 in. drum, cab, 23.1x26
Lot 192 - HAMM DV6.42 TANDEM VIBRATORY SMOOTH DRUM ROLLER
s/n: 39688
c/w: Deutz 4 cyl, 55 in. drums, canopy, dual controls, variable steering
Lot 193 - BOMAG BW120AD TANDEM VIBRATORY SMOOTH DRUM ROLLER
s/n: 170114576

Specifications

Engine

Watercooled, 4 cycle Diesel,
6-Cylinders in line, direct injection,
Turbocharged, charge air cooled,
Low emission

Type

Rated
flywheel

horse
power

J1995  (gross) 150HP (112kW) / 1950rpm
143HP (107kW) / 1950rpm
152PS (112kW) / 1950rpm
145PS (107kW) / 1950rpm

62.6kgf.m (453lbf.ft) / 1500rpm
102mm (4.02in) 120mm(4.72in)

5880cc  (359 in3)

Max. torque
Bore stroke
Piston displacement
Batteries
Starting motor
Alternator

2 x 12V 100AH
24V, 4.5kw

24V, 50Amp

J1349  (net)
6271/1 (gross)
6271/1 (net)

SAE

DIN

Model

Main pump

Hydraulic motors

Relief valve setting

Hydraulic cylinders

Type
Max. flow
Sub-pump for pilot circuit

Two variable displacement piston pumps
2 220 /min (58.1 US gpm / 48.4 UK gpm)
Gear pump

Cummins B5.9-C

Swing system

Swing motor
Swing reduction
Swing bearing lubrication
Swing brake
Swing speed

Axial piston motor
Planetary gear reduction
Grease-bathed
Multi wet disc
12.5 rpm

Coolant & Lubricant capacity

Undercarriage

Operating weight (approximate)

(refilling)
Fuel tank
Engine coolant 
Engine oil
Swing device
Final drive(each)
Hydraulic system(including tank)
Hydraulic tank 

liter
340
35
24
5
6

290
180

US gal
89.8
9.2
6.3
1.3

2
76.6
47.6

UK gal
74.8
7.7
5.3
1.1

1
63.8
39.6

Center frame
Track frame
No. of shoes on each side
No. of carrier roller on each side
No. of track roller on each side
No. of rail guard on each side

X - leg type
Pentagonal box type
49
2
9
2

Drives & Brakes

Drive method
Drive motor
Reduction system
Max. drawbar pull
Max. travel speed(high) / (low)
Gradeability
Parking brake

Pilot pressure operated joysticks and pedals with detachable lever
provide almost effortless and fatigueless operation.

X-leg type center frame is integrally welded with reinforced box-section
track frames. The undercarriage includes lubricated rollers, idlers, track
adjusters with shock absorbing spring and sprockets, and track chain
with double or triple grouser shoes.

Operating weight

Major component weight

Operating weight, including 5680mm (18’ 8”) boom, 2920m (9’ 7”) arm,
SAE heaped 0.92m3 (1.20 yd3) backhoe bucket, lubricant, coolant, full fuel
tank, hydraulic tank and the standard equipment.

Hydraulic system

Two speed axial piston motor
with brake valve and parking brake

Axial piston motor with automatic brake

330 kgf/cm2 (4690 psi)
330 kgf/cm2 (4690 psi)
360 kgf/cm2 (5120 psi)
240 kgf/cm2 (3410 psi)
35 kgf/cm2 (500 psi)
Installed

Boom: 2-120 85 1290 mm (4.7” 3.3” 50.8”)
Arm: 1-140 100 1510 mm (5.5” 3.9” 59.4”)

Bucket: 1-125 85 1055 mm (4.9” 3.3” 41.5”)

Cross-sensing and fuel saving pump system

Travel

Swing

Implement circuits
Travel
Power boost (boom, arm, bucket)
Swing circuit
Pilot circuit
Service valve

No. of cylinder-
bore rod stroke

Fully hydrostatic type
Axial piston motor, in-shoe design
Planetary reduction gear
21100 kgf (46500 lbf)
5.3 km/hr (3.3 mph) / 3.4 km/hr (2.1 mph)
35 (70 %)
Multi wet disc

Traveling and steering
Engine throttle
Lights

Pilot control Two joysticks with one safety lever
(LH): Swing and arm, (RH): Boom and bucket(ISO)

Two levers with pedals
Electric, Dial type
Two lights mounted on the boom and one in the battery box

Control

Upperstructure
Counterweight
Boom (with Arm cylinder)

5850kg  (12900lb)
3800kg    (8380lb)
1950kg  (4300lb)

600 mm
(24”)

700 mm
(28”)

800 mm
(32”)

900 mm
(35.4”)

Shoes Operating weight Ground pressure

Triple
grouser

Type Width mm(in) kg(lb) kgf/cm2(psi)

R210LC-7

R210LC-7 H/C

R210LC-7

R210LC-7 H/C

R210LC-7

R210LC-7 H/C

21700 (47800)

23160 (51060)

21980 (48460)

23440 (57680)

22270 (49070)

23730(52320)

0.46 (6.54)

0.49 (6.97)

0.40 (5.69)

0.43 (6.12)

0.35 (4.98)

0.38 (5.40)

R210LC-7 22560 (49740) 0.32 (4.55)

710 mm
(28”)

Double
grouser R210LC-7 H/C 23770 (52400) 0.43 (6.12)

Standard equipment
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0.51(0.67 )

0.80(1.05)

0.92(1.20)

1.10(1.44)

1.20(1.57)

1.34(1.75)

0.74(0.97)

0.90(1.18)

1.05(1.37)

0.87(1.14)

1.20(1.57)

0.75(0.98)

0.45(0.59)

0.70(0.92)

0.80(1.05)

0.96(1.26)

1.00(1.31)

1.15 (1.50)

0.65(0.85)

0.80(1.05)

0.92(1.20)

0.75(0.98)

1.00(1.31)

0.65(0.85)

700(27.6)

1000(39.4)

1150(45.3)

1320(52.0)

1400(55.1)

1550(61.1)

985(38.8)

1070(42.0)

1430(56.3)

1140(44.9)

1410(55.5)

1790(70.5)

580(1280)

650(1430)

710(1570)

810(1790)

770(1700)

800(1760)

750(1650)

790(1740)

870(1920)

860(1900)

1030(2270)

880(1940)

820(32.3)

1120(44.1)

1270(50.0)

1440(56.7)

1520(59.8)

1670(65.7)

-

-

-

-

-

-

SAE
heaped

2000
(6’ 7”)

2400
(7’ 10”)

2920
(9’ 7”)

3900
(12’ 10”)

CECE
heaped

Weight
kg(lb)Without

side cutters
With

side cutters

0.51(0.67) 0.80(1.05) 0.92(1.20) 1.20(1.57)
1.10(1.44)

1.34(1.75) 0.75(0.98)

2.0 m (6’ 7”) 2.40 m (7’ 10”) 2.92 m (9’ 7”) 3.90 m (12’ 10”)

Capacity
m3 (yd3)

Width
mm (in)

Recommendation                            mm(ft.in)

2000 (6’ 7”)
860 (1890)

2400 (7’ 10”)

950 (2090)
2920 (9’ 7”)

990 (2180)

Bucket
digging
force

Arm
crowd
force

133.4 [145.5]
13600 [14840]
29980 [32710]

152.0 [165.8]
15500 [16910]
34170 [37280]

135.3 [147.6]
13800 [15050]
30420 [33190]

142.2[155.1]
14500[15820]
31970 [34880]

133.4 [145.5]
13600 [14840]
29980 [32710]

152.0 [165.8] 
15500 [16910]
34170 [37280]

112.8 [123.1]
11500 [12550]
25350 [27650]

117.7 [128.4]
12000 [13090]
26460 [28870]

3900 (12’ 10”)

1200 (2650)

133.4 [145.5]
13600 [14840]
29980 [32710]

152.0 [165.8] 
15500 [16910]
34170 [37280]

79.4 [86.6]
8100 [8840]

17860 [19480]

85.3 [93.0]
8700 [9490]

19180 [20920]

133.4 [145.5]
13600 [14840]
29980 [32710]

152.0 [165.8]
15500 [16910]
34170 [37280]

97.1 [105.9]
9900 [10800] 

21830 [23810]

101.0 [110.2]
10300 [11240] 
22710 [24770] 

: Standard backhoe bucket
: Heavy-duty   
: Rock bucket-Heavy duty
: Slope finishing bucket

Arm
Length

Weight

mm(ft.in)

kg(lb)
kN
kgf
lbf

SAE

ISO

SAE

ISO

Applicable for materials with density  of  2,000 kg /m3 (3,370 lb/yd3) or less
Applicable for materials with density  of  1,600 kg /m3 (2,700 lb/yd3) or less
Applicable for materials with density  of  1,100 kg /m3 (1,850 lb/ yd3) or less

5680 (18’ 8”) 

0.74(0.97)
0.90(1.18)
1.05(1.37)

Boom

Arm

kN
kgf
lbf

kN
kgf
lbf
kN
kgf
lbf

Remark

[     ]:
Power Boost

SAE heaped
m3 (yd3) 0.87(1.14)

1.20(1.57)

Buckets

Backhoe attachment
Boom and arms are of all-welded, low-stress, full-box section design. 5.68m(18’ 8”) mono boom and 2.0m(6’ 7”), 2.4m (7’ 10”), 2.92m (9’ 7”), 3.90m (12’ 10”) arm
are available. Buckets are all-welded, high-strength steel implements.

Note : Arm weight including bucket cylinder and linkage. Standard arm

Digging force
STD/HC

STD/HC



c/w: Deutz 2 cyl, 48 in. drums
Lot 194 - RAYGO ROMPER TANDEM VIBRATORY SMOOTH DRUM ROLLER
s/n: 06C1101D
c/w: Deutz 2 cyl, 36 in. drums
Lot 195 - VIBRATORY SMOOTH DRUM ROLLER
Lot 197 - HYSTER C610 SMOOTH DRUM ROLLER
c/w: Detroit 4 cyl, 72 in. drum
Lot 198 - HYSTER C550A 9 WHEEL PNEUMATIC ROLLER
s/n: A92L1502M
c/w: Detroit 4 cyl
Lot 199 - 2 BENCH SHOW HORSE CARRIAGE
c/w: canopy, 86 in. WB, wood spoke wheels
Lot 200 - SINGLE SEAT SHOW HORSE BUGGY
Lot 201 - HONDA 750 MAGNA MOTORCYCLE
s/n: JH2RC430XRM001493
c/w: V4
Lot 202 - HONDA SHADOW VT600CD MOTORCYCLE
s/n: JH2PC213XRM100243
c/w: 2 cyl
Lot 203 - JOYNER DUNE BUGGY
s/n: L5BGIEC6761010426
c/w: 1 cyl
Lot 204 - JOYNER DUNE BUGGY
s/n: L5BGIEC6361010438
c/w: 1 cyl
Lot 204A - POLARIS 6X6 ALL TERRAIN VEHICLE
s/n: 2269726
c/w: snow plow
Lot 205 - ARGO VANGUARD 6X6 ALL TERRAIN VEHICLE
s/n: V6995100000S12527
c/w: Briggs & Stratton 16 hp, tracks, plow blade *THIS LOT SOLD WITH: 1999 
- OTHER TRAILER s/n: 4PL400C15X1027719
Lot 205A - 2006 SKIDOO BOMBARDIAR 1000 SNOW MOBILE
s/n: 2BPSCA5A45V000417
c/w: 2 cyl
Odometer reading: 1765 M
Lot 206 - 2006 SKIDOO SUMMIT 800X SNOW MACHINE
s/n: 2BPSCG6A16V000250
c/w: 151 in. track
Odometer reading: 114 M
Notes: NO TITLE AVAILABLE, SOLD WITH BILL OF SALE ONLY
Lot 206A - ARCTIC CAT 1000 SNOW MOBILE

s/n: 9946979
Lot 207 - EZ GO GOLF CART
s/n: 836392
c/w: 2 cyl,
Lot 208 - EZ GO GOLF CART
s/n: 836311
c/w: 2 cyl,
Lot 209 - CLARK C500 6,000 LB FORKLIFT

Dimensions & Working ranges
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Dimensions

Working ranges

B

C

D

D’

E

F

G

H

A Tumbler distance

Overall length of crawler

Ground clearance of counterweight

Tail swing radius

Rear-end length

Overall width of upperstructure

Overall height of cab

Min. ground clearance

Track gauge

mm (ft in)

I

J

K

L

Boom length

Arm length

5680 (18’ 8”)

Overall length

Overall
height of boom

mm (ft in)

Track shoe width

Overall width

A

A’

B

B’

C

D

E

F

Boom length

Arm length

5680 (18’ 8”)

Max. digging reach

Max. digging reach
on ground

mm (ft in)

Max. digging depth

Max. digging depth
(8' level)

Max. vertical wall
digging depth

Max. digging height

Max. dumping height

Min. swing radius

Standard Equipment

Standard Equipment

3650 (12’ 0”)

4440 (14’ 7”)

1060 (3’   6”)

2830 (9’   3”)

2770 (9’   1”)

2700 (8’ 10”)

2920 (9’   7”)

480 (1’   7”)

2390 (7’ 10”)

2000
(6’ 7”)

9650
(31’ 8”)

3200
(10’ 6”)

2400
(7’ 10”)

9570
(31’ 5”)

3110
(10’ 2”)

3900
(12’ 10”)

9520
(31’ 3”)

3480
(11’ 5”)

2920
(9’ 7”)

9520
(31’ 3”)

2990
(9’ 10”)

600
(24”)

2990
(9’ 10”)

700
(28”)

3090
(10’ 2”)

800
(32”)

3190
(10’ 6”)

900
(35.4”)

3290
(10’ 10”)

2000
(6’ 7”)

9140
(30’ 0”)

8960
(29’ 5”)

5820
(19’ 1”)

5580
(18’ 4”)

5280
(17’ 4”)

9140
(30’ 0”)

6330
(20’ 9”)

3750
(12’ 4”)

2400
(7’ 10”)

9500
(31’ 2”)

9330
(30’ 7”)

6220
(20’ 5”)

6010
(19’ 9”)

5720
(18’ 9”)

9340
(30’ 8”)

6520
(21’ 5”)

3740
(12’ 3”)

3900
(12’ 10”)

10910
(35’10”)

10770
(35’ 4”)

7720
(25’ 4”)

7580
(24’ 10”)

7240
(23’ 9”)

10110
(33’ 2”)

7290
(23’ 11”)

3650
(11’ 12”)

2920
(9’ 7”)

9940
(32’ 7”)

9780
(32’ 1”)

6740
(22’ 1”)

6550
(21’ 6”)

6120
(20’ 1”)

9470
(31’ 1”)

6670
(21’ 11”)

3640
(11’ 11”)
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Dimensions

Working ranges

B

C

D

D’

E

F

G

H

A Tumbler distance

Overall length of crawler

Ground clearance of counterweight

Tail swing radius

Rear-end length

Overall width of upperstructure

Overall height of cab

Min. ground clearance

Track gauge

3650 (12’ 0”)

4440 (14’ 7”)

1260 (4’   2”)

2830 (9’   3”)

2770 (9’   1”)

2700 (8’ 10”)

3100 (10’ 2”)

660 (2’   2”)

2795 (9’ 2”)

mm (ft in)

I

J

K

L

Boom length

Arm length

5680 (18’ 8”)

Overall length

Overall
height of boom

mm (ft in)

Track shoe width

Overall width

A

A’

B

B’

C

D

E

F

Boom length

Arm length

5680 (18’ 8”)

Max. digging reach

Max. digging reach
on ground

mm (ft in)

Max. digging depth

Max. digging depth
(8' level)

Max. vertical wall
digging depth

Max. digging height

Max. dumping height

Min. swing radius

Standard Equipment

Standard Equipment

2000
(6’ 7”)

9640
(31’ 7”)

3320
(10’ 11”)

2400
(7’ 10”)

9550
(31’ 4”)

3220
(10’ 7”)

3900
(12’ 10”)

9560
(31’ 4”)

3490
(11’ 5”)

2920
(9’ 7”)

9470
(31’ 1”)

3080
(10’ 1”)

600
(24”)

3395
(11’ 2”)

700
(28”)

3495
(11’ 6”)

710
(28”)

3505
(11’ 6”)

800
(32”)

3595
(12’ 0”)

Triple
grouser

Double
grouserType

width

2000
(6’ 7”)

9140
(30’ 0”)

8920
(29’ 3”)

5630
(18’ 6”)

5390
(17’ 8”)

5090
(16’ 8”)

9330
(30’ 7”)

6520
(21’ 5”)

3750
(12’ 4”)

2400
(7’ 10”)

9500
(31’ 2”)

9290
(30’ 6”)

6010
(19’ 9”)

5820
(19’ 1”)

5530
(18’ 2”)

9530
(31’ 3”)

6710
(22’ 0”)

3740
(12’ 3”)

3900
(12’ 10”)

10910
(35’10”)

10730
(35’ 2”)

7530
(24’ 8”)

7390
(24’ 3”)

7050
(23’ 1”)

10300
(33’ 9”)

7480
(24’ 6”)

3650
(11’ 12”)

2920
(9’ 7”)

9940
(32’ 7”)

9740
(31’ 11”)

6550
(21’ 6”)

6360
(20’ 10”)

5930
(19’ 5”)

9660
(31’ 8”)

6860
(22’ 6”)

3640
(11’ 11”)



s/n: Y6850266688
c/w: 4 cyl, LPG, 199 in. 3 stage mast w/SS, solid tires
Lot 209A - CLARK C500Y40 FORKLIFT
s/n: Y355683812
c/w: 4 cyl, LPG, 218 in. 3 stage mast
Lot 210 - CLARK C500Y30 FORKLIFT
c/w: 4 cyl, LPG, 218 in. 3 stage mast
Lot 211 - 1999 CATERPILLAR 330BL HYDRAULIC EXCAVATOR
s/n: 8TR00627
c/w: bkt, 12 ft 6 in. stick, aux hyd
Lot 212 - CATERPILLAR 325BL HYDRAULIC EXCAVATOR
s/n: 6DN00628
c/w: bkt w/hyd thumb, 10 ft 6 in. stick
Lot 213 - LINK-BELT 3400 QUANTUM HYDRAULIC EXCAVATOR
s/n: CBG1TE7I65364
c/w: bkt, hyd thumb
Lot 214 - HITACHI EX200LC-3 HYDRAULIC EXCAVATOR
c/w: Q/C bkt, hyd thumb, 9 ft 6 in. stick
Lot 215 - HITACHI EX150 HYDRAULIC EXCAVATOR
s/n: 1332445
c/w: bkt, 10 ft stick
Lot 216 - KOMATSU PC120-6 HYDRAULIC EXCAVATOR
s/n: 53172
c/w: bkt, hyd thumb, 8 ft 6 in. stick, aux hyd
Lot 217 - KOMATSU PC120-6 HYDRAULIC EXCAVATOR
s/n: 50810
c/w: Q/C bkt w/hyd thumb, 8 ft stick, aux hyd
Lot 218 - 2001 HITACHI EX110-5 HYDRAULIC EXCAVATOR
s/n: ACD120131
c/w: hyd Q/C bkt w/hyd thumb, 11 ft 4 in. stick, dozer
Lot 219 - 2000 TAKEUCHI TB007 MINI EXCAVATOR
s/n: 1074307
c/w: bkt, 26 in. stick, dozer, aux hyd, rubber tracks
Lot 220 - 2000 HITACHI EX270LC-5 STROKE DELIMBER
s/n: 15JP010773
c/w: Denharco DM 4400, computerized measuring system, top saw, butt saw
Lot 221 - P & H OMEGA 40 TON CRANE
s/n: 52519
c/w: Detroit 6 cyl, 4 sheave hook block, 106 ft 4 sec boom w/34 ft swingaway jib, anti 
two-block, 26.5x25
Lot 222 - GROVE RT65S 35 TON ROUGH TERRAIN CRANE
s/n: 35606
c/w: Detroit 6 cyl, 3 sheave hook block, 80 ft 3 sec boom, 32 ft swingaway jib, anti 
two-block, 26.5x25
Lot 223 - LINK-BELT HSP8028S 28 TON ROUGH TERRAIN CRANE
s/n: 47H9154
c/w: 8 cyl diesel, 4 sheave hook block, 91 ft 4 sec boom, anti two-block, 20.5x25
Lot 224 - BANTAM S688 20 TON ROUGH TERRAIN CRANE
s/n: 9005111
c/w: Detroit 4 cyl, 3 sheave hook block, 65 ft 3 sec boom, 15 ft swingaway jib, 
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Dimensions

Working ranges

B

C

D

D’

E

F

G

H

A Tumbler distance

Overall length of crawler

Ground clearance of counterweight

Tail swing radius

Rear-end length

Overall width of upperstructure

Overall height of cab

Min. ground clearance

Track gauge

mm (ft in)

I

J

K

L

Boom length

Arm length

5680 (18’ 8”)

Overall length

Overall
height of boom

mm (ft in)

Track shoe width

Overall width

A

A’

B

B’

C

D

E

F

Boom length

Arm length

5680 (18’ 8”)

Max. digging reach

Max. digging reach
on ground

mm (ft in)

Max. digging depth

Max. digging depth
(8' level)

Max. vertical wall
digging depth

Max. digging height

Max. dumping height

Min. swing radius

Standard Equipment

Standard Equipment

3650 (12’ 0”)

4440 (14’ 7”)

1060 (3’   6”)

2830 (9’   3”)

2770 (9’   1”)

2700 (8’ 10”)

2920 (9’   7”)

480 (1’   7”)

2390 (7’ 10”)

2000
(6’ 7”)

9650
(31’ 8”)

3200
(10’ 6”)

2400
(7’ 10”)

9570
(31’ 5”)

3110
(10’ 2”)

3900
(12’ 10”)

9520
(31’ 3”)

3480
(11’ 5”)

2920
(9’ 7”)

9520
(31’ 3”)

2990
(9’ 10”)

600
(24”)

2990
(9’ 10”)

700
(28”)

3090
(10’ 2”)

800
(32”)

3190
(10’ 6”)

900
(35.4”)

3290
(10’ 10”)

2000
(6’ 7”)

9140
(30’ 0”)

8960
(29’ 5”)

5820
(19’ 1”)

5580
(18’ 4”)

5280
(17’ 4”)

9140
(30’ 0”)

6330
(20’ 9”)

3750
(12’ 4”)

2400
(7’ 10”)

9500
(31’ 2”)

9330
(30’ 7”)

6220
(20’ 5”)

6010
(19’ 9”)

5720
(18’ 9”)

9340
(30’ 8”)

6520
(21’ 5”)

3740
(12’ 3”)

3900
(12’ 10”)

10910
(35’10”)

10770
(35’ 4”)

7720
(25’ 4”)

7580
(24’ 10”)

7240
(23’ 9”)

10110
(33’ 2”)

7290
(23’ 11”)

3650
(11’ 12”)

2920
(9’ 7”)

9940
(32’ 7”)

9780
(32’ 1”)

6740
(22’ 1”)

6550
(21’ 6”)

6120
(20’ 1”)

9470
(31’ 1”)

6670
(21’ 11”)

3640
(11’ 11”)
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Dimensions

Working ranges

B

C

D

D’

E

F

G

H

A Tumbler distance

Overall length of crawler

Ground clearance of counterweight

Tail swing radius

Rear-end length

Overall width of upperstructure

Overall height of cab

Min. ground clearance

Track gauge

3650 (12’ 0”)

4440 (14’ 7”)

1260 (4’   2”)

2830 (9’   3”)

2770 (9’   1”)

2700 (8’ 10”)

3100 (10’ 2”)

660 (2’   2”)

2795 (9’ 2”)

mm (ft in)

I

J

K

L

Boom length

Arm length

5680 (18’ 8”)

Overall length

Overall
height of boom

mm (ft in)

Track shoe width

Overall width

A

A’

B

B’

C

D

E

F

Boom length

Arm length

5680 (18’ 8”)

Max. digging reach

Max. digging reach
on ground

mm (ft in)

Max. digging depth

Max. digging depth
(8' level)

Max. vertical wall
digging depth

Max. digging height

Max. dumping height

Min. swing radius

Standard Equipment

Standard Equipment

2000
(6’ 7”)

9640
(31’ 7”)

3320
(10’ 11”)

2400
(7’ 10”)

9550
(31’ 4”)

3220
(10’ 7”)

3900
(12’ 10”)

9560
(31’ 4”)

3490
(11’ 5”)

2920
(9’ 7”)

9470
(31’ 1”)

3080
(10’ 1”)

600
(24”)

3395
(11’ 2”)

700
(28”)

3495
(11’ 6”)

710
(28”)

3505
(11’ 6”)

800
(32”)

3595
(12’ 0”)

Triple
grouser

Double
grouserType

width

2000
(6’ 7”)

9140
(30’ 0”)

8920
(29’ 3”)

5630
(18’ 6”)

5390
(17’ 8”)

5090
(16’ 8”)

9330
(30’ 7”)

6520
(21’ 5”)

3750
(12’ 4”)

2400
(7’ 10”)

9500
(31’ 2”)

9290
(30’ 6”)

6010
(19’ 9”)

5820
(19’ 1”)

5530
(18’ 2”)

9530
(31’ 3”)

6710
(22’ 0”)

3740
(12’ 3”)

3900
(12’ 10”)

10910
(35’10”)

10730
(35’ 2”)

7530
(24’ 8”)

7390
(24’ 3”)

7050
(23’ 1”)

10300
(33’ 9”)

7480
(24’ 6”)

3650
(11’ 12”)

2920
(9’ 7”)

9940
(32’ 7”)

9740
(31’ 11”)

6550
(21’ 6”)

6360
(20’ 10”)

5930
(19’ 5”)

9660
(31’ 8”)

6860
(22’ 6”)

3640
(11’ 11”)



17.5x25
Lot 225 - PIONEER 32S DUPLEX JAW CRUSHER
s/n: 32S119
c/w: Cat 333, 3 x 10 ft 2 deck screen, 10 x 36 in. jaw, 12 x 16 in. rolls, recipro-
cating feeder, 24 in. x 28 ft product belt, 24 in. x 13 ft 3 in. under jaw belt, 24 
in. x 27 ft feed to screen belt, barrel style material return, T/A chassis
Lot 226 - CEDARAPIDS 18 X 24 IN. JAW CRUSHER
s/n: 24447
c/w: Cummins 4 cyl, plate feeder w/bypass, 24 in. x 20 ft disch conv, T/A chassis
Lot 227 - THUNDERBIRD PORTABLE WASH PLANT
c/w: Thunderbird 5 x 16 ft 3 deck screen w/25 hp elec motor, 36 in. x 25 ft sand screw, 
S/A mtd
Lot 228 - PIONEER 3 DECK PORTABLE SCREEN
s/n: 516232BG437
c/w: Lincoln elec, 60 hp, 5 x 16 ft decks, 10 degree slope, 24 in. x 12 ft top disch belt, 
18 in. x 12 ft bottom disch belt
Lot 229 - KOLBERG 230-50 4 FT X 8 FT SCREENING PLANT
s/n: 39262305050
c/w: Deutz 3 cyl or AC pwr, 30 in. x 50 ft belt, feeder, hyd raise/lower catwalk
Lot 230 - LOAD OUT HOPPER
c/w: 30 hp elec w/switch gear, 32 in. x 36 ft conv, 30 in. x 6 ft feed belt
Lot 230A - QTY OF ROLLERS
c/w: 1 pallet
Lot 231 - CANRON 300 KW GENERATOR SET
c/w: 12 cyl Detroit, control panel
Lot 232 - SMITH MAULDIN 1750 ASPHALT PAVER
s/n: 179204107
c/w: 3 cyl diesel, 8 ft screed w/3 ft ext
Lot 233 - 1999 CRAFCO SS125 PORTABLE CRACK SEALER
c/w: Isuzu 3 cyl, 1,250 lb product tank
Lot 234 - BLAW-KNOX DA350-01-238 SEAL COAT MACHINE
c/w: Kubota 4 cyl
Lot 235 - AQUA PATIO 28 FT PONTOON BOAT
s/n: GDY7033FB494
c/w: 8 x 11 ft top deck, Mercury 50 hp *THIS LOT SOLD WITH: EZ LOADER T/A TRAI-
LER s/n: 1ZE1XK926RA019415
Notes: NO TITLE AVAILABLE, SOLD WITH BILL OF SALE ONLY
Lot 235B - SILVERLINE NANTUCKET 17 FT PLEASURE CRAFT
c/w: *THIS LOT SOLD WITH: 2007 - OTHER TRAILER s/n: AK74207
Lot 236 - LOWE ALUMINUM BOAT
s/n: LWN0212VE090
c/w: 2001 Johnson 40 hp *THIS LOT SOLD WITH: OTHER S/A BOAT TRAILER s/n: 
1MDEWMP16LD473640
Notes: NO TITLE AVAILABLE, SOLD WITH BILL OF SALE ONLY
Lot 237 - POLARIS SLT780 JET SKI
s/n: PLE35085E696
c/w: 3 cyl *THIS LOT SOLD WITH: ARCTIC CAT S/A TRAILER s/n: 1LEWD12SP1004064

Notes: NO TITLE AVAILABLE, SOLD WITH BILL OF SALE ONLY
Lot 238 - 2 PERSON INFLATABLE BOAT

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*13020
*28700
*11620
*25620
*8770
*19330

12510
27580

*11620
*25620
*8770

*19330

*5360
*11820
*6970

*15370
*8380

*18470
*9020

*19890
*8960

*19750
*8210

*18100

*5360
*11820
*6970
*15370

6480
14290
6250

13780
6220

13710
6330

13960

*4150
*9150
*4540

*10010
*5240

*11550
*5950

*13120
*6430

*14180
*6510

*14350
*5910

*13030

*4150
*9150
*4540
*10010

4490
9900
4240
9350
4080
8990
4030
8880
4110
9060

*4500
*9920
*4820
*10630
*5040
*11110

3110
6860
2990
6590
2910
6420

*3750
*8270
*3800
*8380
*3910
*8620
*4050
*8930
4120
9080
4340
9570
*4550

*10030
*4510
*9940

*3750
*8270
3140
6920
2640
5820
2410
5310
2360
5200
2480
5470
2850
6280
3760
8290

6.64
(21.8)
7.78

(25.5)
8.43

(27.7)
8.74

(28.7)
8.73

(28.6)
8.42

(27.6)
7.76

(25.5)
6.61

(21.7)

Lifting Capacities

Lifting capacities R210LC-7 Rating over-side or 360 degreeRating over-front

Boom : 5.68m (18’ 8”) Arm : 2.0 m (6’ 7”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 800mm(32”) triple grouser with 3,800kg (8,380 lb) counterweight

1. Lifting capacity is based on SAE J1097, ISO 10567.
2. Lifting capacity of the Robex Series does not exceed 75% of tipping load with the machine on firm,  level ground or 87% of full hydraulic capacity.
3. The load point is a hook (standard equipment) located on the back of the bucket.
4. (*) indicates load limited by hydraulic capacity.

Load point 
height
m(ft)

3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius
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7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*13020
*28700
*11620
*25620
*8770
*19330

12190
26870
*11620
*25620
*8770
*19330

*5360
*11820
*6970
*15370
*8380
*18470
*9020
*19890
*8960
*19750
*8210
*18100

*5360
*11820

6830
15060
6310
13910
6080
13400
6050
13340
6160
13580

*4150
*9150
*4540
*10010
*5240
*11550
*5950
*13120
*6430
*14180
*6510
*14350
*5910
*13030

*4150
*9150
*4540
*10010
4380
9660
4120
9080
3960
8730
3910
8620
3990
8800

*4500
*9920
*4820

*10630
4980
10980

3020
6660
2900
6390
2830
6240

*3750
*8270
*3800
*8380
*3910
*8620
*4050
*8930
4000
8820
4210
9280

*4550
*10030
*4510
*9940

*3750
*8270
3060
6750
2560
5640
2340
5160
2280
5030
2400
5290
2770
6110
3660
8070

6.64
(21.8)
7.78

(25.5)
8.43

(27.7)
8.74

(28.7)
8.73

(28.6)
8.42

(27.6)
7.76

(25.5)
6.61

(21.7)

Boom : 5.68m (18’ 8”) Arm : 2.0 m (6’ 7”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*9220
*20330
*13340
*29410

*9220
*20330
*13340
*29410

*8300
*18300
*12750
*28110
*12280
*27070
*9840
*21690

*8300
*18300
11960
26370
12180
26850
*9840

*21690

*6420
*14150
*7960
*17550
*8820
*19440
*8970
*19780
*8430
*18580
*6850
*15100

*6420
*14150

6360
14020
6050

13340
5970

13160
6040

13320
6300

13890

*3750
*8270
*4190
*9240
*4920
*10850
*5690
*12540
*6260
*13800
*6460
*14240
*6110
*13470

*3750
*8270
*4190
*9240
4400
9700
4130
9110
3930
8660
3850
8490
3890
8580

*3940
*8690
*4240
*9350
*4620
*10190
*4920
*10850

3140
6920
3020
6660
2890
6370
2790
6150

*3630
*8000
*3520
*7760
*3450
*7610
3770
8310
3720
8200
3890
8580

*4300
*9480
*4360
*9610

3190
7030
2490
5490
2200
4850
2100
4630
2150
4740
2350
5180
2780
6130
*3450
*7610

7.15
(23.5)
8.20

(26.9)
8.82

(28.9)
9.11

(29.9)
9.10

(29.9)
8.81

(28.9)
8.18

(26.8)
7.12

(23.4)

Boom : 5.68m (18’ 8”) Arm : 2.4 m (7’ 10”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

1.5 m (5.0 ft) 3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*9220
*20330
*13340
*29410

*9220
*20330
*13340
*29410

*8300
*18300
*12750
*28110
*12280
*27070
*9840
*21690

*8300
*18300
12280
27070
*12280
*27070
*9840
*21690

*6420
*14150
*7960
*17550
*8820
*19440
*8970
*19780
*8430
*18580
*6850
*15100

*6420
*14150
6530
14400
6220
13710
6140
13540
6210
13690
6470
14260

*3750
*8270
*4190
*9240
*4920

*10850
*5690

*12540
*6260

*13800
*6460

*14240
*6110

*13470

*3750
*8270
*4190
*9240
4520
9960
4240
9350
4050
8930
3960
8730
4000
8820

*3940
*8690
*4240
*9350
*4620
*10190
*4920
*10850

3220
7100
3110
6860
2980
6570
2870
6330

*3450
*7610
*3520
*7760
*3630
*8000
*3780
*8330
3830
8440
4010
8840
*4300
*9480
*4360
*9610

*3450
*7610
2860
6310
2430
5360
2220
4890
2170
4780
2270
5000
2570
5670
3290
7250

7.15
(23.5)
8.20

(26.9)
8.82

(28.9)
9.11

(29.9)
9.10

(29.9)
8.81

(28.9)
8.18

(26.8)
7.12

(23.4)

Boom : 5.68m (18’ 8”) Arm : 2.4 m (7’ 10”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 800mm(32”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

1.5 m (5.0 ft) 3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*8550
*18850
*11700
*25790

*8550
*18850
*11700
*25790

*9160
*20190
*8660
*19090
*9310
*20530
*12160
*26810
*13020
*28700
*11040
*24340

*9160
*20190
*8660

*19090
*9310

*20530
11830
26080
11990
26430

*11040
*24340

*5760
*12700
*7430
*16380
*8550
*18850
*8950
*19730
*8680
*19140
*7560
*16670

*5760
*12700

6550
14330
6100

13450
5940

13100
5960

13140
6130

13510

*3770
*8310
*4530
*9990
*5380
*11860
*6060
*13360
*6400
*14110
*6280
*13850

*3770
*8310
4490
9900
4180
9220
3950
8710
3820
8420
3820
8420

*3590
*7910
*3950
*8710
*4390
*9680
*4770

*105520
4870

10740

3210
7080
3070
6770
2910
6420
2780
6130
2720
6000

*3120
*6880
*3210
*7080
*3340
*7360
*3490
*7690
3440
7580
3580
7890
3970
8750

*4230
*9330
*4140
*9130

*3120
*6880
2530
5580
2170
4780
1980
4370
1930
4250
2000
4410
2230
4920
2770
6110
*4140
*9130

7.72
(25.3)
8.69

(28.5)
9.27

(30.4)
9.55

(31.3)
9.54

(31.3)
9.26

(30.4)
8.67

(28.4)
7.69

(25.2)
6.09

(20.0)

Boom : 5.68m (18’ 8”) Arm : 2.92 m (9’ 7”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

1.5 m (5.0 ft) 3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

9.0 m
(30.0 ft)
7.5 m

(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)
6.0 m

(20.0 ft)

*4950
*10910
*7060
*15560
*9410
*20750
*12210
*26920

*4950
*10910
*7060

*15560
*9410

*20750
*12210
*26920

*10430
*22990
*9990
*22020
*10980
*24210
*13520
*29810
*12480
*27510
*9890
*21800

*10430
*22990
*9990
*22020
*10980
*24210
11550
25460
11790
25990
*9890
*21800

*6230
*13730
*7720

*17020
*8560

*18870
*8760

*19310
*8250

*18190
*6620

*14590

*6230
*13730

6170
13600
5860

12920
5760

12700
5830

12850
6110

13470

*3710
*8180
*4640
*10230
*5490
*12100
*6070
*13380
*6270
*13820
*5920
*13050

*3710
*8180
4270
9410
3960
8730
3750
8270
3670
8090
3720
8200

*1870
*4120
*2670
*5890
*2910
*6420
*3340
*7360
*3860
*8510
*4360
*9610
*4710
*10380
4750
10470

*1870
*4120
*2670
*5890
*2910
*6420
3130
6900
2930
6460
2760
6080
2640
5820
2600
5730

*1930
*4250
*2750
*6060
*3260
*7190
*3340
*7360
*2240
*4940

*1930
*4250
2190
4830
2090
4610
2000
4410
1950
4300

*2590
*5710
*2640
*5820
*2720
*6000
*2830
*6240
2940
6480
2890
6370
2970
6550
3220
7100
*3650
*8050
*3770
*8310

*2590
*5710
2470
5450
2010
4430
1750
3860
1610
3550
1570
3460
1610
3550
1760
3880
2080
4590
2770
6110

7.66
(25.1)
8.94

(29.3)
9.77

(32.1)
10.28
(33.7)
10.52
(34.5)
10.52
(34.5)
10.27
(33.7)
9.75

(32.0)
8.91

(29.2)
7.62

(25.0)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

Boom : 5.68m (18’ 8”) Arm : 3.9 m (12’ 9”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

1. Lifting capacity is based on SAE J1097, ISO 10567.
2. Lifting capacity of the Robex Series does not exceed 75% of tipping load with the machine on firm,  level ground or 87% of full hydraulic capacity.
3. The load point is a hook (standard equipment) located on the back of the bucket.
4. (*) indicates load limited by hydraulic capacity.

Load point 
height
m(ft)

3.0 m (10.0 ft)1.5 m (5.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) 9.0 m (30.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius



c/w: Marine 30 hp
Lot 239 - 2 CREEK COMPANY ONE PERSON CATAMARANS

Lot 240 - 2000 TERRY EXL34 36 FT 
T/A TRAVEL TRAILER
s/n: 1EA5L3422Y2472259
c/w: spring susp, 3 slide outs
Lot 241 - FONTAINE TB50 50 TON TRI/A LOWBOY
s/n: 4LF4R4835R3503196
c/w: spring susp, hyd detach narrow neck, 8 ft 6 in. x 22 ft deck
Lot 241A - LOAD KING 50 TON TRI/A LOWBOY
s/n: 20910
c/w: hyd neck, Honda 11 hp power pack
Lot 242 - 1999 BEALL BSBDS21-1 TRI/A BOTTOM DUMP TRAILER
s/n: 1BN2P4236XN009410
c/w: spring susp, single gate
Lot 243 - LANDOLL 42 FT TRI/A BOTTOM DUMP TRAILER
s/n: 1LH05DNJ1R1007202
c/w: spring susp, single gate
Lot 244 - 1999 CPS SBD240 T/A BOTTOM DUMP TRAILER
s/n: 4Z4111625XP001940
c/w: spring susp, single gate
Lot 245 - BEALL BOTTOM DUMP TRAILER
s/n: 1TN4V4021BDBB3327
c/w: spring susp, dbl gates
Lot 246 - CMI LOAD KING T/A BOTTOM DUMP TRAILER
s/n: 7245
c/w: spring susp, single gate
Lot 247 - COLUMBIA T/A BOTTOM DUMP TRAILER
s/n: 2BD207064
c/w: spring susp, single gate
Lot 248 - LANDOLL 35 FT 4/AXLE BOTTOM DUMP PUP TRAILER
s/n: 1LH14DHH8R1007200
c/w: spring susp, single gate
Lot 249 - FRUEHAUF 28 FT TRI/A END DUMP TRAILER
s/n: FWZ370805
c/w: air lift 3rd axle
Lot 250 - STUART ALUMINUM TRI/A END DUMP PUP TRAILER
s/n: 1S9CA5434LL189186
c/w: spring susp, 15 ft box, 25 ft reach
Lot 251 - FRUEHAUF T/A END DUMP PUP TRAILER
s/n: FRZ684106
c/w: 13 ft
Lot 252 - ALLIED T/A END DUMP PUP TRAILER
s/n: 846971
c/w: 13 ft box
Lot 253 - CUSTOMBUILT T/A END DUMP PUP TRAILER

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*13020
*28700
*11620
*25620
*8770
*19330

12510
27580

*11620
*25620
*8770

*19330

*5360
*11820
*6970

*15370
*8380

*18470
*9020

*19890
*8960

*19750
*8210

*18100

*5360
*11820
*6970
*15370

6480
14290
6250

13780
6220

13710
6330

13960

*4150
*9150
*4540

*10010
*5240

*11550
*5950

*13120
*6430

*14180
*6510

*14350
*5910

*13030

*4150
*9150
*4540
*10010

4490
9900
4240
9350
4080
8990
4030
8880
4110
9060

*4500
*9920
*4820
*10630
*5040
*11110

3110
6860
2990
6590
2910
6420

*3750
*8270
*3800
*8380
*3910
*8620
*4050
*8930
4120
9080
4340
9570
*4550

*10030
*4510
*9940

*3750
*8270
3140
6920
2640
5820
2410
5310
2360
5200
2480
5470
2850
6280
3760
8290

6.64
(21.8)
7.78

(25.5)
8.43

(27.7)
8.74

(28.7)
8.73

(28.6)
8.42

(27.6)
7.76

(25.5)
6.61

(21.7)

Lifting Capacities

Lifting capacities R210LC-7 Rating over-side or 360 degreeRating over-front

Boom : 5.68m (18’ 8”) Arm : 2.0 m (6’ 7”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 800mm(32”) triple grouser with 3,800kg (8,380 lb) counterweight

1. Lifting capacity is based on SAE J1097, ISO 10567.
2. Lifting capacity of the Robex Series does not exceed 75% of tipping load with the machine on firm,  level ground or 87% of full hydraulic capacity.
3. The load point is a hook (standard equipment) located on the back of the bucket.
4. (*) indicates load limited by hydraulic capacity.

Load point 
height
m(ft)

3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

LIFTING CAPACITIES   16 / 17LIFTING CAPACITIES   16 / 17

NEW 7 SERIES ROBEX 210LC-7

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*13020
*28700
*11620
*25620
*8770
*19330

12190
26870
*11620
*25620
*8770
*19330

*5360
*11820
*6970
*15370
*8380
*18470
*9020
*19890
*8960
*19750
*8210
*18100

*5360
*11820

6830
15060
6310
13910
6080
13400
6050
13340
6160
13580

*4150
*9150
*4540
*10010
*5240
*11550
*5950
*13120
*6430
*14180
*6510
*14350
*5910
*13030

*4150
*9150
*4540
*10010
4380
9660
4120
9080
3960
8730
3910
8620
3990
8800

*4500
*9920
*4820

*10630
4980
10980

3020
6660
2900
6390
2830
6240

*3750
*8270
*3800
*8380
*3910
*8620
*4050
*8930
4000
8820
4210
9280

*4550
*10030
*4510
*9940

*3750
*8270
3060
6750
2560
5640
2340
5160
2280
5030
2400
5290
2770
6110
3660
8070

6.64
(21.8)
7.78

(25.5)
8.43

(27.7)
8.74

(28.7)
8.73

(28.6)
8.42

(27.6)
7.76

(25.5)
6.61

(21.7)

Boom : 5.68m (18’ 8”) Arm : 2.0 m (6’ 7”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*9220
*20330
*13340
*29410

*9220
*20330
*13340
*29410

*8300
*18300
*12750
*28110
*12280
*27070
*9840
*21690

*8300
*18300
11960
26370
12180
26850
*9840

*21690

*6420
*14150
*7960
*17550
*8820
*19440
*8970
*19780
*8430
*18580
*6850
*15100

*6420
*14150

6360
14020
6050

13340
5970

13160
6040

13320
6300

13890

*3750
*8270
*4190
*9240
*4920
*10850
*5690
*12540
*6260
*13800
*6460
*14240
*6110
*13470

*3750
*8270
*4190
*9240
4400
9700
4130
9110
3930
8660
3850
8490
3890
8580

*3940
*8690
*4240
*9350
*4620
*10190
*4920
*10850

3140
6920
3020
6660
2890
6370
2790
6150

*3630
*8000
*3520
*7760
*3450
*7610
3770
8310
3720
8200
3890
8580

*4300
*9480
*4360
*9610

3190
7030
2490
5490
2200
4850
2100
4630
2150
4740
2350
5180
2780
6130
*3450
*7610

7.15
(23.5)
8.20

(26.9)
8.82

(28.9)
9.11

(29.9)
9.10

(29.9)
8.81

(28.9)
8.18

(26.8)
7.12

(23.4)

Boom : 5.68m (18’ 8”) Arm : 2.4 m (7’ 10”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

1.5 m (5.0 ft) 3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*9220
*20330
*13340
*29410

*9220
*20330
*13340
*29410

*8300
*18300
*12750
*28110
*12280
*27070
*9840
*21690

*8300
*18300
12280
27070
*12280
*27070
*9840
*21690

*6420
*14150
*7960
*17550
*8820
*19440
*8970
*19780
*8430
*18580
*6850
*15100

*6420
*14150
6530
14400
6220
13710
6140
13540
6210
13690
6470
14260

*3750
*8270
*4190
*9240
*4920

*10850
*5690

*12540
*6260

*13800
*6460

*14240
*6110

*13470

*3750
*8270
*4190
*9240
4520
9960
4240
9350
4050
8930
3960
8730
4000
8820

*3940
*8690
*4240
*9350
*4620
*10190
*4920
*10850

3220
7100
3110
6860
2980
6570
2870
6330

*3450
*7610
*3520
*7760
*3630
*8000
*3780
*8330
3830
8440
4010
8840
*4300
*9480
*4360
*9610

*3450
*7610
2860
6310
2430
5360
2220
4890
2170
4780
2270
5000
2570
5670
3290
7250

7.15
(23.5)
8.20

(26.9)
8.82

(28.9)
9.11

(29.9)
9.10

(29.9)
8.81

(28.9)
8.18

(26.8)
7.12

(23.4)

Boom : 5.68m (18’ 8”) Arm : 2.4 m (7’ 10”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 800mm(32”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

1.5 m (5.0 ft) 3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*8550
*18850
*11700
*25790

*8550
*18850
*11700
*25790

*9160
*20190
*8660
*19090
*9310
*20530
*12160
*26810
*13020
*28700
*11040
*24340

*9160
*20190
*8660

*19090
*9310

*20530
11830
26080
11990
26430

*11040
*24340

*5760
*12700
*7430
*16380
*8550
*18850
*8950
*19730
*8680
*19140
*7560
*16670

*5760
*12700

6550
14330
6100

13450
5940

13100
5960

13140
6130

13510

*3770
*8310
*4530
*9990
*5380
*11860
*6060
*13360
*6400
*14110
*6280
*13850

*3770
*8310
4490
9900
4180
9220
3950
8710
3820
8420
3820
8420

*3590
*7910
*3950
*8710
*4390
*9680
*4770

*105520
4870

10740

3210
7080
3070
6770
2910
6420
2780
6130
2720
6000

*3120
*6880
*3210
*7080
*3340
*7360
*3490
*7690
3440
7580
3580
7890
3970
8750

*4230
*9330
*4140
*9130

*3120
*6880
2530
5580
2170
4780
1980
4370
1930
4250
2000
4410
2230
4920
2770
6110
*4140
*9130

7.72
(25.3)
8.69

(28.5)
9.27

(30.4)
9.55

(31.3)
9.54

(31.3)
9.26

(30.4)
8.67

(28.4)
7.69

(25.2)
6.09

(20.0)

Boom : 5.68m (18’ 8”) Arm : 2.92 m (9’ 7”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

1.5 m (5.0 ft) 3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

9.0 m
(30.0 ft)
7.5 m

(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)
6.0 m

(20.0 ft)

*4950
*10910
*7060
*15560
*9410
*20750
*12210
*26920

*4950
*10910
*7060

*15560
*9410

*20750
*12210
*26920

*10430
*22990
*9990
*22020
*10980
*24210
*13520
*29810
*12480
*27510
*9890
*21800

*10430
*22990
*9990
*22020
*10980
*24210
11550
25460
11790
25990
*9890
*21800

*6230
*13730
*7720

*17020
*8560

*18870
*8760

*19310
*8250

*18190
*6620

*14590

*6230
*13730

6170
13600
5860

12920
5760

12700
5830

12850
6110

13470

*3710
*8180
*4640
*10230
*5490
*12100
*6070
*13380
*6270
*13820
*5920
*13050

*3710
*8180
4270
9410
3960
8730
3750
8270
3670
8090
3720
8200

*1870
*4120
*2670
*5890
*2910
*6420
*3340
*7360
*3860
*8510
*4360
*9610
*4710
*10380
4750
10470

*1870
*4120
*2670
*5890
*2910
*6420
3130
6900
2930
6460
2760
6080
2640
5820
2600
5730

*1930
*4250
*2750
*6060
*3260
*7190
*3340
*7360
*2240
*4940

*1930
*4250
2190
4830
2090
4610
2000
4410
1950
4300

*2590
*5710
*2640
*5820
*2720
*6000
*2830
*6240
2940
6480
2890
6370
2970
6550
3220
7100
*3650
*8050
*3770
*8310

*2590
*5710
2470
5450
2010
4430
1750
3860
1610
3550
1570
3460
1610
3550
1760
3880
2080
4590
2770
6110

7.66
(25.1)
8.94

(29.3)
9.77

(32.1)
10.28
(33.7)
10.52
(34.5)
10.52
(34.5)
10.27
(33.7)
9.75

(32.0)
8.91

(29.2)
7.62

(25.0)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

Boom : 5.68m (18’ 8”) Arm : 3.9 m (12’ 9”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

1. Lifting capacity is based on SAE J1097, ISO 10567.
2. Lifting capacity of the Robex Series does not exceed 75% of tipping load with the machine on firm,  level ground or 87% of full hydraulic capacity.
3. The load point is a hook (standard equipment) located on the back of the bucket.
4. (*) indicates load limited by hydraulic capacity.

Load point 
height
m(ft)

3.0 m (10.0 ft)1.5 m (5.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) 9.0 m (30.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius



c/w: Rubber block susp, 12 ft box, 26 ft reach
Lot 254 - ALLIED 2/AXLE END DUMP PUP TRAILER
s/n: 863604
c/w: spring susp, 13 ft box, 20 ft reach
Lot 255 - GARO T/A PUP TRAILER
s/n: 550035
c/w: spring susp, 12 ft box, 16 ft reach
Lot 256 - 45 FT TRI/A HIBOY TRAILER
s/n: 1AZCM1A1XB1012485
c/w: spring susp
Lot 257 - ASHDOWN 45 FT TRI/A HIBOY TRAILER
s/n: AMC6749
c/w: spring susp
Lot 258 - TRAILMOBILE 40 FT T/A HIBOY TRAILER
c/w: spring susp
Lot 259 - COLUMBIA 40 FT T/A HIBOY
s/n: 6238
c/w: spring susp
Lot 260 - UTILITY 40 FT T/A HIBOY TRAILER
s/n: 7L57939002
c/w: spring susp
Lot 261 - TIMPTE 40 FT T/A HIBOY
s/n: 25398
c/w: spring susp
Lot 262 - PIERCE 20 FT T/A PULL TRAILER
s/n: 3450
c/w: spring susp
Lot 263 - HEIL 5,500 GALLON T/A TANK TRAILER
s/n: 929972
c/w: spring susp, frt, side, rear disch
Lot 264 - GARY 5,000 GALLON T/A TANK TRAILER
s/n: 0973
c/w: spring susp, rear spray
Lot 265 - FRUEHAUF 5,000 GALLON T/A ALUMINUM TANK TRAILER
s/n: 957605
c/w: spring susp
Lot 266 - FRUEHAUF FB8F240ST 40 FT T/A REEFER TRAILER
s/n: HPZ615916
c/w: Carrier Transicold underslung reefer, spring susp
Lot 267 - FRUEHAUF 45 FT T/A VAN TRAILER
s/n: 1H2V04528JA000421
c/w: spring susp
Lot 268 - GREAT DANE 711TAW 45 FT T/A VAN TRAILER
s/n: 1GRAC9020BS004001
c/w: spring susp
Lot 269 - FRUEHAUF 45 FT T/A VAN TRAILER
s/n: HPZ624604
c/w: spring susp
Lot 272 - GINDY 40 FT T/A VAN TRAILER

Lifting Capacities

Lifting capacities R210LC-7 High Chassis Rating over-side or 360 degreeRating over-front

1. Lifting capacity is based on SAE J1097, ISO 10567.
2. Lifting capacity of the Robex Series does not exceed 75% of tipping load with the machine on firm,  level ground or 87% of full hydraulic capacity.
3. The load point is a hook (standard equipment) located on the back of the bucket.
4. (*) indicates load limited by hydraulic capacity.
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NEW 7 SERIES ROBEX 210LC-7

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*8080
*17810

*12900
*28440
*11370
*25070

*8080
*17810

*12900
*28440
*11370
*25070

*5550
*12240
*7170
*15810
*8510
*18760
*9050
*19950
*8910
*19640
*8040
*17730

*5550
*12240
*7170

*15810
8290
18280
8080
17810
8070
17790
*8040

*17730

*4170
*9190
*4620
*10190
*5330
*11750
*6030
*13290
*6470
*14260
*6480
*14290

*4170
*9190
*4620
*10190
*5330
*11750
5350
11790
5190
11440
5150
11350

*4540
*10010
*4860

*10710
*5050

*11130

3900
8600
3790
8360
3720
8200

*3750
*8270
*3810
*8400
*3920
*8640
*4070
*8970
*4250
*9370
*4430
*9770
*4560
*10050
*4470
*9850

*3750
*8270
*3810
*8400
3280
7230
3050
6720
3020
6660
3210
7080
3710
8180

*4470
*9850

6.82
(22.4)
7.88

(25.9)
8.49

(27.9)
8.75

(28.7)
8.71

(28.6)
8.36

(27.4)
7.64

(25.1)
6.41

(21.0)

Boom : 5.68m (18’ 8”) Arm : 2.0 m (6’ 7”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius 9.0 m
(30.0 ft)
7.5 m

(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)
6.0 m

(20.0 ft)

*5210
*11490
*7340
*16180
*9730
*21450
*12610
*27800

*5210
*11490
*7340

*16180
*9730

*21450
*12610
*27800

*10900
*24030
*9980
*22000
*11230
*24760
*13580
*29940
*12250
*27010
*9410
*20750

*10900
*24030
*9980
*22000
*11230
*24760
*13580
*29940
*12250
*27010
*9410
*20750

*6450
*14220
*7870

*17350
*8620

*19000
*8730

*19250
*8120

*17900
*6270

*13820

*6450
*14220
*7870
*17350

7840
17280
7760

17110
7860

17330
*6270
*13820

*3820
*8420
*4760
*10490
*5580
*12300
*6120
*13490
*6260
*13800
*5820
*13830

*3820
*8420
*4760
*10490
5180
11420
4980
10980
4910
10820
4980
10980

*2100
*4630
*2690
*5930
*2960
*6530
*3410
*7520
*3930
*8660
*4410
*9720
*4740
*10450
*4760
*10490

*2100
*4630
*2690
*5930
*2960
*6530
*3410
*7520
3820
8420
3640
8020
3520
7760
3490
7690

*2060
*4540
*2830
*6240
*3300
*7280
*3280
*7230

*2060
*4540
*2830
*6240
2780
6130
2690
5930

*2590
*5710
*2650
*5840
*2730
*6020
*2850
*6280
*2980
*6570
*3120
*6880
*3230
*7120
*3490
*7690
*3670
*8090
*3770
*8310

*2590
*5710
*2650
*5840
2600
5730
2320
5110
2170
4780
2140
4720
2210
4870
2420
5340
2860
6310
3770
8310

7.85
(25.8)
9.06

(29.7)
9.85

(32.3)
10.32
(33.9)
10.54
(34.6)
10.50
(34.4)
10.22
(33.5)
9.67

(31.7)
8.78

(28.8)
7.41

(24.3)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

Boom : 5.68m (18’ 8”) Arm : 3.9 m (12’ 9”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

1. Lifting capacity is based on SAE J1097, ISO 10567.
2. Lifting capacity of the Robex Series does not exceed 75% of tipping load with the machine on firm,  level ground or 87% of full hydraulic capacity.
3. The load point is a hook (standard equipment) located on the back of the bucket.
4. (*) indicates load limited by hydraulic capacity.

Load point 
height
m(ft)

3.0 m (10.0 ft)1.5 m (5.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) 9.0 m (30.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*8930
*19690
*12130
*26740

*8930
*19690
*12130
*26740

*9770
*21540
*8460
*18650
*9600
*21160
*12600
*27780
*12840
*28310
*10670
*23520

*9770
*21540
*8460
*18650
*9600
*21160
*12600
*27780
*12840
*28310
*10670
*23520

*5990
*13210
*7610

*16780
*8640

*19050
*8950

*19730
*8600

*18960
*7320

*16140

*5990
*13210
*7610

*16780
8080
17810
7940
17500
7980
17590
*7320

*16140

*3850
*8490
*4640
*10230
*5470
*12060
*6120
*13490
*6420
*14150
*6220
*13710

*3850
*8490
*4640
*10230

5400
11900
5170

11400
5060

11160
5070

11180

*2390
*5270
*3620
*7980
*4010
*8840
*4450
*9810
*4810
*10600
*4940
*10890

*2390
*5270
*3620
*7980
3950
8710
3790
8360
3670
8090
3610
7960

*3130
*6900
*3230
*7120
*3360
*7410
*3510
*7740
*3690
*8140
*3880
*8550
*4090
*9020
*4240
*9350

*3130
*6900
3200
7050
2810
6190
2620
5780
2580
5690
2700
5950
3030
6680
3770
8310

7.87
(25.8)
8.79

(28.8)
9.32

(30.6)
9.56

(31.4)
9.52

(31.2)
9.21

(30.2)
8.57

(28.1)
7.53

(24.7)

Boom : 5.68m (18’ 8”) Arm : 2.92 m (9’ 7”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

1.5 m (5.0 ft) 3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*9710
*21410
*13920
*30690

*9710
*21410
*13920
*30690

*8830
*19470
*13370
*29480
*12060
*26590
*9390
*20700

*8830
*19470
*13370
*29480
*12060
*26590
*9390

*20700v

*5010
*11050
*6640

*14640
*8110

*17880
*8870

*19550
*8940

*19710
*8310

*18320
*6500

*14330

*5010
*11050
*6640

*14640
*8110

*17880
8040
17730
7970
17570
8070
17790
*6500

*14330

*3780
*8330
*4270
*9410
*5020
*11070
*5780
*12740
*6310
*13910
*6460
*14240
*6000
*13230

*3780
*8330
*4270
*9410
*5020
*11070

5350
11790
5160

11380
5090

11220
5150

11350

*3960
*8730
*4290
*9460
*4670
*10300
*4940
*10890

*3960
*8730
3910
8620
3770
8310
3670
8090

*3650
*8050
*3530
*7780
*3460
*7630
*3800
*8380
*3970
*8750
*4150
*9150
*4320
*9520
*4350
*9590

4350
9590
3360
7410
2950
6500
2790
6150
2830
6240
3040
6700
3500
7720
*3460
*7630

6.94
(22.8)
8.07

(26.5)
8.75

(28.7)
9.08

(29.8)
9.12

(29.9)
8.87

(29.1)
8.30

(27.2)
7.31

(24.0)

Boom : 5.68m (18’ 8”) Arm : 2.4 m (7’ 10”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

1.5 m (5.0 ft) 3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

9.0 m
(30.0 ft)
7.5 m

(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)
6.0 m

(20.0 ft)

*4950
*10910
*7060
*15560
*9410
*20750
*12210
*26920

*4950
*10910
*7060
*15560
*9410
*20750
*12210
*26920

*10430
*22990
*9990
*22020
*10980
*24210
*13520
*29810
*12480
*27510
*9890
*21800

*10430
*22990
*9990

*22020
*10980
*24210
11870
26170
12100
26680
*9890

*21800

*6230
*13730
*7720
*17020
*8560
*18870
*8760
*19310
*8250
*18190
*6620
*14590

*6230
*13730
6340
13980
6030
13290
5930
13070
6000
13230
6280
13850

*3710
*8180
*4640
*10230
*5490
*12100
*6070
*13380
*6270
*13820
*5920
*13050

*3710
*8180
4390
9680
4070
8970
3870
8530
3790
8360
3830
8440

*1870
*4120
*2670
*5890
*2910
*6420
*3340
*7360
*3860
*8510
*4360
*9610
*4710

*10380
*4780

*10540

*1870
*4120
*2670
*5890
*2910
*6420
3220
7100
3020
6660
2850
6280
2730
6020
2680
5910

*1930
*4250
*2750
*6060
*3260
*7190
*3340
*7360
*2240
*4940

*1930
*4250
2270
5000
2160
4760
2070
4560
2020
4450

*2590
*5710
*2640
*5820
*2720
*6000
*2830
*6240
*2960
*6530
2990
6590
3070
6770
3330
7340
*3650
*8050
*3770
*8310

*2590
*5710
2550
5620
2080
4590
1810
3990
1670
3680
1620
3570
1670
3680
1820
4010
2150
4740
2860
6310

7.66
(25.1)
8.94

(29.3)
9.77

(32.1)
10.28
(33.7)
10.52
(34.5)
10.52
(34.5)
10.27
(33.7)
9.75

(32.0)
8.91

(29.2)
7.62

(25.0)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

Boom : 5.68m (18’ 8”) Arm : 3.9 m (12’ 9”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 800mm(32”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

3.0 m (10.0 ft)1.5 m (5.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) 9.0 m (30.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*8550
*18850
*11700
*25790

*8550
*18850
*11700
*25790

*9160
*20190
*8660
*19090
*9310
*20530
*12160
*26810
*13020
*28700
*11040
*24340

*9160
*20190
*8660

*19090
*9310

*20530
12150
26790
12310
27140

*11040
*24340

*5760
*12700
*7430
*16380
*8550
*18850
*8950
*19730
*8680
*19140
*7560
*16670

*5760
*12700

6670
14700
6270

13820
6110

13470
6130

13510
6300

13890

*3770
*8310
*4530
*9990
*5380
*11860
*6060
*13360
*6400
*14110
*6280
*13850

*3770
*8310
*4530
*9990
4300
9480
4060
8950
3940
8690
3930
8660

*3590
*7910
*3950
*8710
*4390
*9680
*4770
*10520
*4940
*10890

3300
7280
3160
6970
3000
6610
2870
6330
2810
6190

*3120
*6880
*3210
*7080
*3340
*7360
*3490
*7690
3550
7830
3690
8140

*4070
*8970
*4230
*9330
*4140
*9130

*3120
*6880
2600
5730
2230
4920
2050
4520
2000
4410
2070
4560
2310
5090
2850
6280
*4140
*9130

7.72
(25.3)
8.69

(28.5)
9.27

(30.4)
9.55

(31.3)
9.54

(31.3)
9.26

(30.4)
8.67

(28.4)
7.69

(25.2)
6.09

(20.0)

Boom : 5.68m (18’ 8”) Arm : 2.92 m (9’ 7”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 800mm(32”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

1.5 m (5.0 ft) 3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius



s/n: 87454
c/w: spring susp
Lot 273 - STRICK 35 FT T/A VAN TRAILER
s/n: 030402
c/w: spring susp
Lot 274 - PINES 30 FT S/A VAN TRAILER
s/n: 3197CDV0811
c/w: spring susp
Lot 275 - FRUEHAUF 27 FT S/A VAN TRAILER
s/n: FRT007605
Lot 275A - UTILITY S/A CONVERTER DOLLY
s/n: 7L36477003
Lot 276 - TRAIL-EZE 20 TON T/A EQUIPMENT TRAILER
s/n: SN56751179
c/w: spring susp, 8 x 16 ft deck
Lot 277 - T/A TILT DECK EQUIPMENT TRAILER
s/n: AK70127
c/w: spring susp, 8 x 28 ft deck
Lot 278 - MAGNUM T/A TILTBED TRAILER
s/n: 1M9GF9B91VL160032
c/w: spring susp, 8 x 22 ft tilt deck, 8 x 8 ft fixed deck, spring susp
Lot 278A - CUSTOMBUILT T/A EQUIPMENT TRAILER
s/n: AMVT0069
c/w: 8 x 22 ft deck, spring susp
Lot 279 - MILLER 16 TON TILT DECK T/A EQUIPMENT TRAILER
s/n: 4770
c/w: 8 x 17 ft deck
Lot 280 - WALTON 7 TON T/A GOOSENECK EQUIPMENT TRAILER
s/n: AK74205
c/w: spring susp, 8 x 19 ft deck
Lot 281 - HALE T/A GOOSNECK EQUIPMENT TRAILER
s/n: 77200
c/w: 8 x 20 ft deck, spring susp

Lot 282 - 2000 US CARGO PC8540TTA3 40 FT TRI/A CARGO TRAI-
LER
s/n: 4PL500R38Y1041774
c/w: spring susp, Generac 4 KW generator, drop down rear ramp
Lot 283 - 2003 INTERSTATE WEST 8 FT 6 IN. X 30 FT T/A CARGO TRAILER
s/n: 4RACS29263N023097
c/w: spring susp, drop down rear ramp

Lot 284 - 2003 TRAILMAX T12UT7880 6 TON 20 FT T/A TILT DECK EQUIPMENT TRAI-
LER
s/n: 1G9KS26263A065379
c/w: spring susp, 4 ft fixed deck, 16 ft tilt deck, spring susp
Lot 285 - WILSON T/A EQUIPMENT TRAILER
s/n: 4JZFS1627R1000011
c/w: spring susp, 6 ft 6 in. x 16 ft deck, spring susp
Lot 286 - CUSTOMBUILT T/A EQUIPMENT TRAILER
s/n: AK38812

Lifting Capacities

Lifting capacities R210LC-7 High Chassis Rating over-side or 360 degreeRating over-front

1. Lifting capacity is based on SAE J1097, ISO 10567.
2. Lifting capacity of the Robex Series does not exceed 75% of tipping load with the machine on firm,  level ground or 87% of full hydraulic capacity.
3. The load point is a hook (standard equipment) located on the back of the bucket.
4. (*) indicates load limited by hydraulic capacity.
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NEW 7 SERIES ROBEX 210LC-7

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*8080
*17810

*12900
*28440
*11370
*25070

*8080
*17810

*12900
*28440
*11370
*25070

*5550
*12240
*7170
*15810
*8510
*18760
*9050
*19950
*8910
*19640
*8040
*17730

*5550
*12240
*7170

*15810
8290
18280
8080
17810
8070
17790
*8040

*17730

*4170
*9190
*4620
*10190
*5330
*11750
*6030
*13290
*6470
*14260
*6480
*14290

*4170
*9190
*4620
*10190
*5330
*11750
5350
11790
5190
11440
5150
11350

*4540
*10010
*4860

*10710
*5050

*11130

3900
8600
3790
8360
3720
8200

*3750
*8270
*3810
*8400
*3920
*8640
*4070
*8970
*4250
*9370
*4430
*9770
*4560
*10050
*4470
*9850

*3750
*8270
*3810
*8400
3280
7230
3050
6720
3020
6660
3210
7080
3710
8180

*4470
*9850

6.82
(22.4)
7.88

(25.9)
8.49

(27.9)
8.75

(28.7)
8.71

(28.6)
8.36

(27.4)
7.64

(25.1)
6.41

(21.0)

Boom : 5.68m (18’ 8”) Arm : 2.0 m (6’ 7”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius 9.0 m
(30.0 ft)
7.5 m

(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)
6.0 m

(20.0 ft)

*5210
*11490
*7340
*16180
*9730
*21450
*12610
*27800

*5210
*11490
*7340

*16180
*9730

*21450
*12610
*27800

*10900
*24030
*9980
*22000
*11230
*24760
*13580
*29940
*12250
*27010
*9410
*20750

*10900
*24030
*9980
*22000
*11230
*24760
*13580
*29940
*12250
*27010
*9410
*20750

*6450
*14220
*7870

*17350
*8620

*19000
*8730

*19250
*8120

*17900
*6270

*13820

*6450
*14220
*7870
*17350

7840
17280
7760

17110
7860

17330
*6270
*13820

*3820
*8420
*4760
*10490
*5580
*12300
*6120
*13490
*6260
*13800
*5820
*13830

*3820
*8420
*4760
*10490
5180
11420
4980
10980
4910
10820
4980
10980

*2100
*4630
*2690
*5930
*2960
*6530
*3410
*7520
*3930
*8660
*4410
*9720
*4740
*10450
*4760
*10490

*2100
*4630
*2690
*5930
*2960
*6530
*3410
*7520
3820
8420
3640
8020
3520
7760
3490
7690

*2060
*4540
*2830
*6240
*3300
*7280
*3280
*7230

*2060
*4540
*2830
*6240
2780
6130
2690
5930

*2590
*5710
*2650
*5840
*2730
*6020
*2850
*6280
*2980
*6570
*3120
*6880
*3230
*7120
*3490
*7690
*3670
*8090
*3770
*8310

*2590
*5710
*2650
*5840
2600
5730
2320
5110
2170
4780
2140
4720
2210
4870
2420
5340
2860
6310
3770
8310

7.85
(25.8)
9.06

(29.7)
9.85

(32.3)
10.32
(33.9)
10.54
(34.6)
10.50
(34.4)
10.22
(33.5)
9.67

(31.7)
8.78

(28.8)
7.41

(24.3)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

Boom : 5.68m (18’ 8”) Arm : 3.9 m (12’ 9”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

1. Lifting capacity is based on SAE J1097, ISO 10567.
2. Lifting capacity of the Robex Series does not exceed 75% of tipping load with the machine on firm,  level ground or 87% of full hydraulic capacity.
3. The load point is a hook (standard equipment) located on the back of the bucket.
4. (*) indicates load limited by hydraulic capacity.

Load point 
height
m(ft)

3.0 m (10.0 ft)1.5 m (5.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) 9.0 m (30.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*8930
*19690
*12130
*26740

*8930
*19690
*12130
*26740

*9770
*21540
*8460
*18650
*9600
*21160
*12600
*27780
*12840
*28310
*10670
*23520

*9770
*21540
*8460
*18650
*9600
*21160
*12600
*27780
*12840
*28310
*10670
*23520

*5990
*13210
*7610

*16780
*8640

*19050
*8950

*19730
*8600

*18960
*7320

*16140

*5990
*13210
*7610

*16780
8080
17810
7940
17500
7980
17590
*7320

*16140

*3850
*8490
*4640
*10230
*5470
*12060
*6120
*13490
*6420
*14150
*6220
*13710

*3850
*8490
*4640
*10230

5400
11900
5170

11400
5060

11160
5070

11180

*2390
*5270
*3620
*7980
*4010
*8840
*4450
*9810
*4810
*10600
*4940
*10890

*2390
*5270
*3620
*7980
3950
8710
3790
8360
3670
8090
3610
7960

*3130
*6900
*3230
*7120
*3360
*7410
*3510
*7740
*3690
*8140
*3880
*8550
*4090
*9020
*4240
*9350

*3130
*6900
3200
7050
2810
6190
2620
5780
2580
5690
2700
5950
3030
6680
3770
8310

7.87
(25.8)
8.79

(28.8)
9.32

(30.6)
9.56

(31.4)
9.52

(31.2)
9.21

(30.2)
8.57

(28.1)
7.53

(24.7)

Boom : 5.68m (18’ 8”) Arm : 2.92 m (9’ 7”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

1.5 m (5.0 ft) 3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*9710
*21410
*13920
*30690

*9710
*21410
*13920
*30690

*8830
*19470
*13370
*29480
*12060
*26590
*9390
*20700

*8830
*19470
*13370
*29480
*12060
*26590
*9390

*20700v

*5010
*11050
*6640

*14640
*8110

*17880
*8870

*19550
*8940

*19710
*8310

*18320
*6500

*14330

*5010
*11050
*6640

*14640
*8110

*17880
8040
17730
7970
17570
8070
17790
*6500

*14330

*3780
*8330
*4270
*9410
*5020
*11070
*5780
*12740
*6310
*13910
*6460
*14240
*6000
*13230

*3780
*8330
*4270
*9410
*5020
*11070

5350
11790
5160

11380
5090

11220
5150

11350

*3960
*8730
*4290
*9460
*4670
*10300
*4940
*10890

*3960
*8730
3910
8620
3770
8310
3670
8090

*3650
*8050
*3530
*7780
*3460
*7630
*3800
*8380
*3970
*8750
*4150
*9150
*4320
*9520
*4350
*9590

4350
9590
3360
7410
2950
6500
2790
6150
2830
6240
3040
6700
3500
7720
*3460
*7630

6.94
(22.8)
8.07

(26.5)
8.75

(28.7)
9.08

(29.8)
9.12

(29.9)
8.87

(29.1)
8.30

(27.2)
7.31

(24.0)

Boom : 5.68m (18’ 8”) Arm : 2.4 m (7’ 10”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 600mm(24”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

1.5 m (5.0 ft) 3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

9.0 m
(30.0 ft)
7.5 m

(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)
6.0 m

(20.0 ft)

*4950
*10910
*7060
*15560
*9410
*20750
*12210
*26920

*4950
*10910
*7060
*15560
*9410
*20750
*12210
*26920

*10430
*22990
*9990
*22020
*10980
*24210
*13520
*29810
*12480
*27510
*9890
*21800

*10430
*22990
*9990

*22020
*10980
*24210
11870
26170
12100
26680
*9890

*21800

*6230
*13730
*7720
*17020
*8560
*18870
*8760
*19310
*8250
*18190
*6620
*14590

*6230
*13730
6340
13980
6030
13290
5930
13070
6000
13230
6280
13850

*3710
*8180
*4640
*10230
*5490
*12100
*6070
*13380
*6270
*13820
*5920
*13050

*3710
*8180
4390
9680
4070
8970
3870
8530
3790
8360
3830
8440

*1870
*4120
*2670
*5890
*2910
*6420
*3340
*7360
*3860
*8510
*4360
*9610
*4710

*10380
*4780

*10540

*1870
*4120
*2670
*5890
*2910
*6420
3220
7100
3020
6660
2850
6280
2730
6020
2680
5910

*1930
*4250
*2750
*6060
*3260
*7190
*3340
*7360
*2240
*4940

*1930
*4250
2270
5000
2160
4760
2070
4560
2020
4450

*2590
*5710
*2640
*5820
*2720
*6000
*2830
*6240
*2960
*6530
2990
6590
3070
6770
3330
7340
*3650
*8050
*3770
*8310

*2590
*5710
2550
5620
2080
4590
1810
3990
1670
3680
1620
3570
1670
3680
1820
4010
2150
4740
2860
6310

7.66
(25.1)
8.94

(29.3)
9.77

(32.1)
10.28
(33.7)
10.52
(34.5)
10.52
(34.5)
10.27
(33.7)
9.75

(32.0)
8.91

(29.2)
7.62

(25.0)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

Boom : 5.68m (18’ 8”) Arm : 3.9 m (12’ 9”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 800mm(32”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

3.0 m (10.0 ft)1.5 m (5.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) 9.0 m (30.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius

7.5 m
(25.0 ft)
6.0 m

(20.0 ft)
4.5 m

(15.0 ft)
3.0 m

(10.0 ft)
1.5 m
(5.0 ft)

Ground
Line

-1.5 m
(-5.0 ft)
-3.0 m

(-10.0 ft)
-4.5 m

(-15.0 ft)

kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb
kg
lb

*8550
*18850
*11700
*25790

*8550
*18850
*11700
*25790

*9160
*20190
*8660
*19090
*9310
*20530
*12160
*26810
*13020
*28700
*11040
*24340

*9160
*20190
*8660

*19090
*9310

*20530
12150
26790
12310
27140

*11040
*24340

*5760
*12700
*7430
*16380
*8550
*18850
*8950
*19730
*8680
*19140
*7560
*16670

*5760
*12700

6670
14700
6270

13820
6110

13470
6130

13510
6300

13890

*3770
*8310
*4530
*9990
*5380
*11860
*6060
*13360
*6400
*14110
*6280
*13850

*3770
*8310
*4530
*9990
4300
9480
4060
8950
3940
8690
3930
8660

*3590
*7910
*3950
*8710
*4390
*9680
*4770
*10520
*4940
*10890

3300
7280
3160
6970
3000
6610
2870
6330
2810
6190

*3120
*6880
*3210
*7080
*3340
*7360
*3490
*7690
3550
7830
3690
8140

*4070
*8970
*4230
*9330
*4140
*9130

*3120
*6880
2600
5730
2230
4920
2050
4520
2000
4410
2070
4560
2310
5090
2850
6280
*4140
*9130

7.72
(25.3)
8.69

(28.5)
9.27

(30.4)
9.55

(31.3)
9.54

(31.3)
9.26

(30.4)
8.67

(28.4)
7.69

(25.2)
6.09

(20.0)

Boom : 5.68m (18’ 8”) Arm : 2.92 m (9’ 7”) Bucket : 0.92 m3 (1.20 yd3) SAE heaped Shoe : 800mm(32”) triple grouser with 3,800kg (8,380 lb) counterweight

Load point 
height
m(ft)

1.5 m (5.0 ft) 3.0 m (10.0 ft) 4.5 m (15.0 ft) 6.0 m (20.0 ft) 7.5 m (25.0 ft) Capacity Reach

m (ft )

At max. reachLoad  radius



c/w: spring susp, 6 ft 6 in. x 16 ft deck, spring susp
Lot 287 - VERMEER TRL20 S/A TRAILER
s/n: 1VRS101RXV1000172
c/w: drop down loading ramp
Lot 288 - GROVE MZ116B 4X4 BOOM LIFT
s/n: 24207
c/w: 4 cyl, dual fuel, 110 ft 3 sec boom, hyd platform rotation
Lot 289 - GROVE MZ116B 4X4 BOOM LIFT
s/n: 24371
c/w: 4 cyl, duel fuel, 110 ft 3 sec boom, hyd platform rotation
Lot 290 - 2002 GENIE S60 4X4 BOOM LIFT
s/n: S608676
c/w: Deutz 4 cyl, 60 ft 3 sec boom, hyd platform rotation

Lot 291 - 2000 JLG 600AJ ARTICULATED BOOM LIFT
s/n: 1174480300049401
c/w: Deutz 4 cyl, 60 ft 2 stage boom, hyd platform rotation
Lot 292 - MARKLIFT 62 BOOM LIFT
s/n: 587M2840
c/w: 4 cyl, duel fuel, 62 ft 3 sec boom, hyd platform rotation
Lot 293 - 2001 MARKLIFT MARK40 4X4 BOOM LIFT
s/n: 4019317
c/w: Deutz 3 cyl, 60 ft 2 stage boom, hyd platform rotation
Lot 294 - BIL JAX X2B-20000Z PORTABLE BOOM LIFT

s/n: 1206F
c/w: 40 ft 3 sec boom
Lot 295 - JLG CM33RT ROUGH TERRAIN SCISSORLIFT
s/n: 0209005672
c/w: 4 cyl, duel fuel, 72 in. platform ext
Lot 296 - 2000 GENIE GS2032 ELECTRIC SCISSORLIFT

s/n: 23961

c/w: 36 in. platform ext
Lot 297 - DITCH WITCH 6510 4X4X4 TRENCHER
s/n: 654586
c/w: Deutz 4 cyl, 6 way dozer, 6 ft bar, rear plow attach
Lot 298 - 2005 DITCH WITCH 1330HE WALK BEHIND TRENCHER
s/n: 1Z2822
c/w: Honda 13 hp, 4 ft bar
Lot 298A - ONAN QTY OF PORTABLE GENERATOR SETS
c/w: 5 KW
Lot 300 - LISTER TS2 8 KW GENERATOR SET
s/n: 8860366X
c/w: 2 cyl, frame mtd
Lot 301 - LISTER TS2 8 KW GENERATOR SET
s/n: 8860393X
c/w: 2 cyl, frame mtd
Lot 302 - LISTER TS2 8 KW GENERATOR SET
s/n: 8860389
c/w: 2 cyl, frame mtd
Lot 303 - LISTER TS2 8 KW GENERATOR SET

Tier II EngineTier II Engine

NEW 7 SERIES 

CUMMINS B5.9-C Engine :
112 kW/150 HP

Operating Weight :
21700 ~ 23700 kg (47800 ~ 52300 lb)

Bucket Capacity, SAE :
0.51 ~ 1.34 m3 (0.67 ~ 1.75 yd3)

CRAWLER EXCAVATOR

Photo may include optional equipment.www.hyundai-ce.com 2003. 6 Rev 1.

Standard Equipment Optional Equipment

ISO standard cabin
All-weather steel cab with all-around visibility
Safety glass windows
Rise-up type windshield wiper
Sliding fold-in front window
Sliding side window
Lockable door
Hot & cool box
Accessory box & Ashtray

Computer Aided Power Optimization
(New CAPO) system

2-power mode, 3-work mode, 2-user mode
Auto deceleration & one touch deceleration system
Auto warm up system
Auto overheat prevention system

Self diagnostic system
Starting Aid (air grid heater), cold weather
Centralized monitoring

LCD display
Engine speed
Clock & Error code

Gauges
Fuel level gauge
Engine coolant temperature gauge
Hyd. oil temperature gauge

Warning
Fuel level
CPU
Engine oil pressure
Engine coolant temperature
Hyd. oil temperature
Low battery
Air cleaner clogging

Indicator
Power max
Preheat & Engine warming-up 
One touch decel

Door and cab locks, one key
AM/FM radio and cassette

Radio remote switch
Two outside rearview mirrors
Fully adjustable suspension seat with seat belt
Slidable joystick, pilot-operated
Console box tilting system(LH.)
Three front working lights
Electric horn
Batteries (2 x 12V x 100 AH)
Battery master switch
Removable clean out screen for oil cooler
Automatic swing brake
Removable reservoir tank
Water separator, fuel line
Boom holding system
Arm holding system
Counterweight (3800kg, 8380lb)
Mono boom (5.68m, 18’ 8”)
Arm (2.92m, 9’ 7”)
Track shoes (600m, 24”)
Track rail guard

Air-conditioner (5000 kcal/hr, 20000 BTU/hr)
Heater & Defroster (7500 Kcal/hr, 30000 BTU/hr)
Sun visor for cabin inside
Fuel filler pump (35 /min, 9.5 USgpm) 
Beacon lamp
Safety lock valve for boom cylinder
with overload warning device

Safety lock valve for arm cylinder
Single acting piping kit (breaker, etc)
Double acting piping kit (clamshell, etc)
Accumulator, work equipment lowering
12 volt power outlet (24V DC to 12V DC converter)
Electric transducer
Travel alarm
Various optional Arms

Super short arm (2.00 m, 6’ 7”)
Short arm (2.40 m, 7’ 10”)
Long arm (3.90 m, 12’ 10”)

Various optional Buckets (SAE heaped)
Standard bucket (0.92 m3, 1.20 yd3)
Narrow bucket (0.51 m3, 0.67 yd3)
Narrow bucket (0.80 m3, 1.05 yd3)
Light duty bucket (1.10 m3, 1.44 yd3)
Light duty bucket (1.20 m3, 1.57 yd3)
Light duty bucket (1.34 m3, 1.75 yd3)
Heavy duty bucket (0.74 m3, 0.97 yd3)
Heavy duty bucket (0.90 m3, 1.18 yd3)
Heavy duty bucket (1.05 m3, 1.37 yd3)
Rock bucket (0.87 m3, 1.14 yd3)
Rock bucket (1.20 m3, 1.57 yd3)
Slope fishing bucket (0.75 m3, 0.98 yd3)

Cabin FOPS/FOG(ISO/DIS 10262)
Cabin Roof-cover Transparent
Cabin lights
Track shoes

Triple grousers shoe (700 mm, 28 )
Triple grousers shoe (600 mm, 24 )
Triple grousers shoe (800 mm, 32 )
Double grousers shoe (710 mm, 28 )

Lower frame under cover
Pre heating system, coolant
Tool kit
Operator suit
Special cooling

Air vent type side door

Low noise kit
Engine emergency control cable
Fuel warmer

ROBEX 210LC-7
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Standard and optional equipment may vary. Contact your Hyundai dealer for more information. The machine shown may vary according to International standards.
All US measurement rounded off to nearest pounds or inches.


